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57 ABSTRACT 

A system which effects the displaying of a sheet hav 
ing graphic information thereon by achieving its 

movement in a continuous pass through a window on 
the screen of the cathode ray tube of a program con 
trolled display unit. To accomplish this, the sheet to 
be displayed is divided into an orthogonal grid of 
square cells of a chosen area. There is provided ap 
propriate storage of each of the cells which contains 
graphic subject matter therein such as the X, Y, coor 
dinates of the cell and the display orders pertinent 
thereto. Such cellular structure and storage may con 
veniently be termed "pre-scissoring." By the use of 
appropriate registers, the information on the sheet is 
then displayed in a window of the screen by a continu 
ous pass therethrough. Where there is available both 
primary and secondary storage, all of the cellular in 
formation can be contained in secondary storage and 
only a small portion thereof need be retained in pri 
mary storage, i.e., the cells being displayed in the win 
dow presently and cells abutting the displayed cells. 
Where there is available both primary and secondary 
storage, as cells are passed through the window, there 
are concurrently brought from secondary storage, 
cells which follow immediately upon those in primary 
storage. Consequently, with this arrangement, a 
smooth continuous pass of the sheet is achieved on the 
cathode ray tube screen. The cells, after being passed 
through the window, need not be returned to seconda ry storage since the readout from secondary storage is 
nondestructive. However, in the situation where infor 
mation may be updated or changed when it is in pri 
mary storage, provision can be made to return the 
passed cells to secondary storage. Accordingly, with 
this system, in any event, there is enabled the continu 
ous smooth pass on a sheet of graphic information 
through a portion of a cathode ray tube screen and 
where primary and secondary storage are both availa 
ble, only a small portion of the information need be 
resident in primary storage at any one time. 

15 Claims, 34 Drawing Figures 
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SYSTEM AND METHOD FOR THE CONTINUOUS 
MOVEMENT OF A SHEET HAVING GRAPHC 
SUBJECT MATTER THEREON THROUGH A 

WINDOW OF A DSPLAY SCREEN 

BACKGROUND OF THE INVENTION 

This invention relates to display systems. More par 
ticularly, it relates to an arrangement for enabling the 
displaying of a virtually unbounded sheet of graphic in 
formation. 

For many applications in computer graphics, there 
exists a lack of correspondence between the size of an 
image to be displayed and the physically limited area of 
the display device, the latter generally being the screen 
of a cathode ray tube (CRT). Quite often, the com 
puter graphics device user ideally desires the use of a 
virtually unbounded display area for his model, such as 
complex electrical networks, for example. In this con 
nection, it is, of course, readily appreciated that cur 
rently available CRT screens are substantially smaller 
in area than the conventional media used for drawing 
such as drafting boards, blackboards, etc. 

In considering the problem of the lack of correspon 
dence between the size of the model to be displayed 
and the size of a CRT screen, it is convenient to in 
troduce the concept of a sheet, as the latter term is used 
hereinafter in this description. A sheet is defined herein 
as an essentially unbounded medium containing 
graphic information such as pictures, symbolic net 
works, etc. If it is desired to display such sheet on the 
screen of a CRT, the limitations of the screen area 
prevent the displaying of all but a small portion of the 
graphic information contained on the sheet. Further 
more, if only a portion of the screen is assigned to the 
display portion of the sheet, then only a window is 
thereby provided as the actual viewport of a user to ob 
serve his model. 
The concept of windowing, i.e., the providing of the 

window-type viewport for a user, is known. In interac 
tive computer graphics, there are many known 
techniques for achieving such windowing. 

In one of these techniques, the display list for the en 
tire sheet desired to be displayed is contained in prima 
ry storage and is processed by a display control unit. 
Lines are scissored by a particular circuit and only the 
sequences which are required are displayed. This 
technique presents the disadvantage in that the entire 
sheet of information has to be contained in primary 
storage and that all of the information has to be 
processed repetitively by the display control unit. This 
technique also requires expensive and involved scissor 
ing apparatus. 

In another of the known techniques, there is ex 
tracted from the entire sheet by software (program) 
scissoring, only that information which is to be dis 
played in the window. To carry out this technique, a 
display list is provided which relates only to the infor 
mation to be so displayed and only such information is 
displayed. This technique is disadvantageous in that 
there is not enabled the achieving of continuous win 
dowing, i.e., where the window moves over the sheet 
(such as in the unrolling of a scroll). In addition, in this 
technique, the time required for software scissoring 
results in a poor response time. Furthermore, a salient 
disadvantage of this technique is that two representa 
tions of the sheet have to be maintained, one of the en 
tire sheet and a display list of a portion of the sheet. 
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2 
Accordingly, it is an important object of this inven 

tion to provide improved apparatus and an improved 
method for effecting windowing in a display apparatus 
which overcomes the disadvantages of known ap 
paratus and methods. 

It is another object to provide apparatus and a 
method for effecting windowing of a sheet in a display 
apparatus wherein it is not required that the entire in 
formation on the sheet be resident in primary storage. 

It is a further object to provide apparatus and a 
method for effecting windowing of a sheet in display 
apparatus wherein there is enabled the continuous win 
dowing of virtually unbounded sheets. 

It is yet another object to provide apparatus and a 
method for effecting windowing of a sheet in a display 
apparatus wherein the size of the sheet and the area of 
the display device are independent of each other. 

It is still a further object to provide apparatus and a 
method for effecting windowing of a sheet in a display 
apparatus wherein there is enabled the use of different 
size windows to present portions of an information 
model without requiring a change in the representation 
of the model in primary storage. 

It is also an object to provide, in accordance with the 
preceding object, apparatus and a method for effecting 
windowing of a sheet in a display apparatus wherein in 
formation in the computer's primary storage can be 
dynamically updated, while moving the sheet relative 
to the window in the screen of the cathode ray tube to 
support the display device, while essentially leaving 
unchanged in secondary storage, the descriptive data 
representing the model. 

SUMMARY OF THE INVENTION 

In accordance with the invention, there is provided a 
system for effecting the displaying of an unbounded 
sheet of graphic information on the screen of the dis 
play unit of a program-controlled display apparatus in a 
continuous pass through the screen, the display ap 
paratus including control means for controlling the dis 
play unit, the control means including storage means 
associated there with. The invention essentially com 
prises means for storing a sheet of graphic information 
in the storage means in the form of a grid of rectangular 
cells, each of the stored cells having a name constituted 
by its X,Y coordinates on the sheet of a corner of a cell 
and the display orders for the graphic information con 
tained within the cell. Means are provided responsive 
to the names of the cells for causing the sheet to be 
moved in a continuous pass through the screen, such 
means typically comprising registers containing cell 
names and means for changing the cell names in the re 
gisters. In addition, there are included means respon 
sive to the display orders in the cells for effecting the 
display of the graphic information on the sheet as the 
sheet is passed through the screen. 

In the case where the control means includes both 
primary and secondary storage, all of the cells on the 
sheet containing graphic subject matter therein must be 
stored in the secondary storage means with their 
respective names and display orders for the graphic in 
formation pertinent thereto. A relatively small portion 
of the sheet, i.e., the cells comprising such portion are 
contained in the primary storage means, the portion in 
cluding those cells presently being displayed on the 
screen and cells abutting the displayed portion. In this 
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arrangement, means are provided for continuously 
transferring the next occurring cells from secondary to 
primary storage to effect the smooth continuous pass of 
the sheet through the screen. 

In the contemplation of the invention, there may be 
utilized the total screen of the display unit or a 
designated portion thereof suitably referred to as a win 
dow. 
The foregoing and other objects, features and ad 

vantages of the invention will be apparent from the foll 
lowing more particular description of the preferred em 
bodiments of the invention, as illustrated in the accom 
panying drawings. 

BRIEF DESCRIPTION OF THE DRAWINGS 

In the drawings, FIG. 1 is a depiction of the mapping 
of a portion of an unbounded sheet of graphic subject 
matter onto the window of a screen of a cathode ray 
tube; 

FIG. 2 is a block diagram of a suitable embodiment 
of a program control display apparatus with which the 
invention can be carried out; 

FIG. 3A is a depiction of the coordinate systems of 
the cathode ray tube screen, the window thereon and 
the graphic information containing sheet; 

FIG. 3B illustrates the area of a cell; 
FIG. 4A shows a typical display list in the program 

control display apparatus according to the invention; 
FIG. 4B is a diagram of the absolute vector order ac 

cording to the invention as shown in FIG. 4A; 
FIG. 5 is a conceptual block diagram for decoding a 

display order, 
FIG. 6 shows a line of graphic subject matter, por 

tions of which are contained in a plurality of cells; 
FIG. 7 is a flowchart of a program suitable for use in 

scissoring lines into line segments in individual cells to 
enable the storage of independent cell descriptions, 

FIG. 8 illustrates the operation of the spiral scan 
technique employed in an illustrative embodiment of 
the invention; 

FIG. 9 is a block diagram of an embodiment con 
structed in accordance with the principles of the inven 
tion; 

FIGS. 10A - 10F taken together as in FIG. 10 is a 
detailed diagram of the register stage shown in FIG. 9 
and the circuit structures cooperating therewith, 

FIG. 11 is a diagram of the stage legended Primary 
Storage No. 1 in FIG. 9 and the control devices as 
sociated there with; 

FIGS. 12A-12C, taken together as in FIG. 12 is a 
diagram which illustrates the transfer stage shown in 
FIG. 9, the latter effecting the transfer of information 
from secondary storage to primary storage No. 1; 

FIGS. 13A - 13E taken together as in FIG, 13 con 
stitute a diagram of the logic stage shown in FIG.9; 

FIG. 14 is a diagram of the stage legended Primary 
Storage No. 2 in FIG. 9 and the control devices as 
sociated there with; 

FIG. 15 is a diagram of a portion of the display ap 
paratus suitable for use with the invention, such ap 
paratus being of the type shown in FIG. 2; 

FIGS. 16A and 16B taken together as in FIG. 16 con 
stitute a diagram of the pulses generators utilized for ef 
fecting the operation of the embodiment constructed 
according to the invention; and 
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4 
FIG. 17 is a flowchart of the various microprograms 

which are employed to effect the operation of the illus 
trative embodiment. 

BRIEF DESCRIPTION OF A PREFERRED 
EMBODIMENT 

In considering the inventive concept, reference is 
made to FIG. 1 wherein is shown the result which en 
sues when a portion of the screen of a CRT is assigned 
to display a part of a sheet. 

In FIG. 1, there is shown a sheet 10 which is essen 
tially unbounded and which may contain graphic infor 
mation over its total surface. The sheet may be con 
sidered the logical working medium. There is also 
shown the screen 12 of a CRT tube which is, of course, 
a device bounded by finite physical dimensions. The 
area 14 of sheet 10 which is enclosed by the broken 
line rectangle is mapped onto a window, i.e., the por 
tion 16, of screen 12. The remainder of screen 12 
shows information thereon in separate areas which is 
not related to the information on sheet 10. FIG. 1 illus 
trates how the window 16 becomes the viewport given 
to the user to interact with his model. 

In FIG. 2, there is shown the combination of a display 
unit for interactive graphics and the computer control 
thereof with which the invention may suitably be em 
ployed. As an example of the display unit, there may be 
used the IBM 2250 display unit and the computer 
which may be employed is the IBM 1130 computer. 
The respective structures and operations of the IBM 
1130 general purpose computer and the IBM 2250 dis 
play unit are described in the IBM Systems Reference 
Library Publications entitled "IBM 1130 Computing 
System Component Description" and “IBM 2250 Dis 
play Unit Model 4,' Form No. 1 130-03, A27-2723-1. 
The display section portion of FIG. 2, under the con 

trol of a display program in the computer memory 33, 
generates images on the area of a cathode ray tube 11. 
The image can comprise straight lines, points, and 
characters. A visible display is produced when the elec 
tron beam in cathode ray tube 11 strikes the phosphor 
coated cathode ray tube screen 12 to thereby cause the 
portion of the coating struck by the beam to glow 
briefly. As is well known, normally a glow on a cathode 
ray tube screen fades within a fraction of a second, i.e., 
too soon for the human eye to carefully perceive and 
identify the image. For this reason, the display is con 
tinuously regenerated at a rate that causes it to appear 
steady and stationary to an observer. Such regeneration 
is performed automatically under control of the display 
program in the controlling computer's memory. 
The addressing of memory 33 in the computer is per 

formed in that portion of FIG. 2 legended channel in 
terface section. Once regeneration is started by a com 
puter input-output control command, this interface 
section continuously fetches orders and data from the 
display program in memory. Display orders are 
decoded in the interface section and the deflection in 
formation is transferred to the display section where it 
is employed to draw the appropriate display, regenera 
tion being accomplished by continuously repeating the 
display program. 

Relative to displays, the display program is sent to 
the display unit from the computer through the storage 
access channel. The orders in this program specify 
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electron beam deflection, such information being 
received in an X deflection register 13 and a Y deflec 
tion register 15 in the display unit from a data register 
17 in the channel interface section, the latter register 
communicating with a storage buffer register 18 in the 
computer. Positioning orders in the display program 
select the X and Y coordinates for each element of a 
display, i.e., a point, a line end point, and a character 
area centroid. 
The display unit can display information in either of 

two modes, i.e., graphic or character. Consequently, 
there is also provided a stroke register 20 whose output 
in turn is applied to a character stroke deflection stage 
22, the output of the latter stage being applied to 
cathode ray tube 11. The outputs of X and Y deflection 
registers 13 and 15 are applied to cathode ray tube 11 
through a main deflection stage 24. A light pen which is 
diagramatically depicted by a stage 26, and which ena 
bles interaction between the system and its user is 
suitably a fiber optic device of the known type which 
can provide two independent inputs to the display unit, 
viz., a light pen detect and a light pen switch. A light 
pen detect occurs when a user thereof points a light pen 
at the section of the displayed image that he wishes to 
identify to the displayed program. A light pen detect 
can occur whenever light from the cathode ray tube 
beam passes within the light pen's field of view. When 
the light pen is in the desired position, the user can 
press the pen tip against the face plate of the cathode 
ray tube to activate a tip switch. The program is so ar 
ranged whereby it can disable or ignore light pen de 
tects and ignore switch closures or it can establish any 
one of the following conditions as significant: 

1. Light pen switch close (detect or no detect). 
2. Light pen detect (switch open or close). 
3. Light pen detect and light pen switch close. 
When the light pen detects are enabled or made sig 

nificant by the program, a detect can occur each time 
an unblanked cathode ray tube beam passes within the 
light pen's field of view. Consequently, as is well 
known, a continuous detect mode can be employed for 
light pen tracking. In addition, the display program can 
be arranged such that the light pen can be ignored 
while certain information such as a background grid is 
being displayed to inhibit light pen initiated operations 
on such information. 
As is seen in FC. 2, the channel interface section in 

terfaces the storage access channel and the display sec 
tion. The function of this section is to decode and ex 
ecute orders and commands, address the computer 
memory 33, and handle data transferred to or from 
computer memory 33. 
The address register 28 in the channel interface sec 

tion specifies to computer memory 33 through an ad 
dress decoder stage 32, the location at which informa 
tion will be stored from which it will be retrieved for 
the display unit's operations. The display program in 
cludes interrupt orders which may be used for condi 
tional or unconditional branching to any location 
storage for interrupting the computer and for other 
operations an interrupt stops regeneration of the dis 
play. 

It is noted that light pen stage 26 is controlled by a 
light pen control 30 which, in turn, communicates with 
the interrupt control stage 34 in the computer. The 

6 
revert register 29 contains the address of the main dis 
play program list when a branch occurs. Computer 
memory 33 receives information from address decoder 
stage 32 and intercommunicates with storage buffer re 

5 gister 18. 
The display program consists of display orders, as 

sociated data for image generation, and control orders 
for various non-display functions. The orders table set 
forth immediately hereinbelow lists a display program 

10 order set. 

Type Name Variation(s) Mnemonic Comments 

2. 
5 Set Graphic Wector SGMW 

Mode Point SGMP 
Long Absolute XY DBA Beam on 
Absolute XY Absolute XY MPA Bean off 
Short Absolute X DBAX Beam on, 
Absolute XY X deflection 

2O Absolute X MBAX Beam off, 
X deflection 

Absolute Y DBAY Beam on, 
Y deflection 

Absolute Y MBAY Beam off, 
Y deflection 

Incremental Incremental DB Beam on 
25 XY XY 

incremental MB Beam off 
XY 

Set Charac- Basic SCMB 
ter Mode 

Large SCML 

30 
a. Display Orders 

Type Name Variation(s) Mnemonic Comments 
(a) 

Character Stroke DBS Beam on 
35 Stroke Word Stroke MBS Bean off 

(2-stroke Control CS Control code 
anemonics Word 
generate one 
stroke word) ta (b) 
Short Branch GSB One word 
Long Branch unconditional GB Most varia 

40 Interrupt Branch tions are two 
words, and can 

Unconditional GBE coded as 2 
Branch, 3 words word no-op. 
External 
Conditional GBC Long Branches 
Branch can be direct 

45 Conditional GBCE or indirect. 
Branch, 3 words indirect 
External branches in 

clude a third 
Unconditional Gl word, i.e., the 
Interrupt actual address 

SO that it is 
Conditional GC branched to. 
Interrupt 

Set Pen Set Pen SPM several options 
Mode Mode selected by 

modifiers. 
Set Pen Graphic GNOP 

55 Mode No-operation 
Start STMR 
Timer 
Revert RVT 
Store Revert SRVT 
Register 

16 (a). Data Words 
(b). Control Orders 

There follows hereinbelow a description of the or 
ders set forth in the foregoing table. 
Set Graphic Mode (Vector/Point) (SGMV, SGMP) 

This order prepares the display unit to operate with 
long absolute, short absolute and incremental orders 
which can be intermixed. The graphic mode of opera 
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tion is entered into automatically following the execu 
tion of any order other than a branch that is in a 
character sequence. The display unit is placed in the 
graphic mode of operation established by the most 
recent Set Graphic Mode order. If a mode was not 
established previously, the display unit is placed in the 
Graphic (Vector) Mode of Operation. 
Long Absolute XY (MBA, DBA) 
Each Long Absolute XY order identifies one beam 

deflection end point. A deflection of any length and in 
any direction can be specified depending upon the 
setting of certain bits in the order. A vector or point, as 
determined by the current graphic mode of operation, 
is displayed if the beam bit is in a given binary state or 
the beam is repositioned without causing a display if 
the latter bit is in the opposite binary state. 
Short Absolute X/Y (MBAX, MBAY, DBAX, DBAY) 
Each one-word Short Absolute X/Y order causes a 

deflection of the beam either in the horizontal or in the 
vertical direction as is specified by the state of a given 
bit in the order. This order can be employed to display 
a horizontal or vertical line or to display a point as 
determined by the current display unit graphic mode. It 
can also be used for electron beam positioning without 
causing a display as determined by the binary state of a 
chosen bit. 
Incremental XY (MBI, DBI) 

Incremental graphic orders provide the capability of 
displaying a graphic image by specifying incremental 
displacement from an absolute beam position. Each 
displacement can be positive or negative. The incre 
mental X and Y values are added to the absolute X and 
Y values (the current beam position) thereby providing 
a new absolute value for a new beam position. 
Set Character Mode (Basic/Large) (SCMB, SCML) 

This order places the display unit in the character 
mode of operation and specifies that large- or basic-size 
characters are to be drawn. The character set resides in 
the memory of the computer as a strobe table or list in 
the display program. 
Stroke Data (MBS, DBS) 
Each stroke data word contains two stroke end point 

addresses, a beam bit for each stroke, a length bit and a 
revert bit, 
Short Branch (GSB) 

This order causes an unconditional branch to any lo 
cation within a given word block of memory. As it is ex 
ecuted, a full return address (the address of the loca 
tion that follows the short branch location in memory) 
is saved in the revert register. A store revert register 
order can be used to restore the return address in the 
display program. 
Long Branch/Interrupt (GB, GBE, GBC, GBCE, Gl, 
GIC) 
This order can be used for any of the following func 
tions, viz. unconditional branch (GB), unconditional 
branch external (GBE), conditional branch (GBC), 
conditional branch external (GBCE), unconditional in 
terrupt (GI), and conditional interrupt (GIC). 
Set Pen Mode (SPM, GNOP) 

This order establishes the mode of light pen opera 
tion in a display unit. It can enable or disable light-pen 
detects and can enable or defer interrupts when a de 
tect does occur. 
Start Timer (STMR) 
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This order prevents the display unit from using un 

necessary storage cycles when executing a short display 
program thereby freeing storage cycles for other pro 
grams. It is used with a branch order to control 
regeneration, the branch order being necessary to loop 
from the end of the display program to the beginning 
thereby maintaining continuous regeneration without 
computer program intervention. 
Revert (RVT) 
This order causes the revert register contents (the 

return address) to be loaded into the address register. It 
is used to return from plural level subroutines. Thus, 
for example, the address N-1 is placed in the revert re 
gister as the short branch order is executed. This ad 
dress is then placed in the address register when the 
revert order is executed effecting a return of operation 
to address N-1. 
Store Revert Register (SRVT) 

This order causes the contents of the revert register 
to be placed into memory at the second word of this 
order. It is used when more than one branch is to be ex 
ecuted before returning to the main program. From ex 
ample, a store revert register order would be executed 
before a second branch is issued. After the second 
branch, a third branch with indirect addressing 
specified can be used to return by way of the stored 
revert register contents. 
The computer program initiates display unit opera 

tions by issuing an execute input-output instruction. 
The input/output control command at the effective 
storage address specified by the execute instruction is 
then sent to the display unit. Thus, if the input/output 
control command is an initiate write, i.e., start 
regeneration, command, the display unit fetches dis 
play program information from primary storage, start 
ing at the input-output command specified address. 

Display program information consists of orders and 
data. Orders either initiate a display unit operation or 
establish an operational mode. Order-initiated opera 
tions include point and vector plotting, branching, and 
computer interrupt generation. The two orders in the 
orders table, i.e., set graphic mode, set pen mode, 
establish a graphic mode and a light pen mode of 
operation respectively. By data is meant information 
that does not contain an operation code, examples of 
such data being character stroke words. 
Subroutines 

Single-level subroutines, i.e., a linkage from the main 
order program to the order subroutine and return to 
the main order program, are frequently used in graphic 
applications. Orders in the display program enable mul 
tiple-level subroutine linkages to be performed. Each 
graphic sub-picture and each entity can be represented 
as a subroutine. The multiple-level subroutine linkage 
is accomplished by storing the return address, i.e., the 
address of the order following a branch order, in a par 
ticular core location and branching indirectly to the lo 
cation of the return address. Thus, the ultimate branch 
is the next-higher subroutine level. 
A graphic subroutine is a sequence of display orders 

which forms a logical element or entity. In applications 
where the display images comprise groups of elements, 
graphic subroutines, together with a defer light pen in 
terrupt light-pen control order, permits the correlation 
of a light-pen detect with a group of elements. 



3,716,842 
9 

Character generation is a programmable function, 
characters represented by the component strokes being 
stored in the computer storage. Character stroke words 
are organized such that each character can be 
represented by a subroutine of stroke words and, then, 
they can be drawn by a general sequence of ap 
propriate display orders. 
As has been described herein above, display orders, 

set point mode, return the display unit to the vector 
mode of operation, or direct the display unit to position 
and blank or unblank the electron beam. The set 
graphic mode order specifies the display or vectors or 
of points under the direction of graphic orders from the 
display program. These orders can be in long absolute, 
short absolute, and/or incremental format. The set 
character mode order specifies either basic or large 
character size, stroke data from a stroke table in the 
display program directing electron beam movement to 
form characters. 
Control orders are provided for (1) conditional and 

unconditional branching, (2) conditional and uncondi 
tional interrupting of the computer, (3) light pen con 
trol, (4) regeneration rate control, and (5) subroutine 
linkage. 
A branch order is normally the last order in the main 

routine of a display program. This order accomplishes 
display regeneration by branching to the first order in 
the main routine, resulting in repeated operation of the 
display program. Branch orders are also used in the 
character mode of operation to reference a character 
stroke table. These branch orders enable regeneration, 
logical decision making, character generation, and 
order subroutinining. As shown in the table, there are 
two branch orders, viz., short branch and long 
branch/interrupt. The short branch order is used for 
unconditional branching within a given section of 
storage whereas the long branch interrupt is employed 
for conditional or unconditional branching to any loca 
tion in storage, for interrupting the computer, and for 
no-operations. All interrupts stop regeneration. 

In accordance with this invention, there is provided a 
system wherein the graphic information on a large, i.e., 
unbounded sheet can be resident in secondary storage 
(disc for example) and for a user to window over the 
sheet to view portions thereof. 

In considering image organization and coordinate 
transformation, let it be assumed that, in order to keep 
references to image items invariant, there is a fixed 
origin (0,0) on the sheet. All of the items on the sheet 
are then designated by their X, Y locations. Further, let 
it be assumed that the sheet is subdivided into small 
squares, suitably termed cells wherein a typical cell size 
may be 128 x 128 raster units. With this arrangement, 
in order to locate any cell on the sheet, it is merely 
necessary to provide the X, Y coordinates of a corner 
of a cell, preferably its lower left corner in this embodi 
net. 
According to the invention, there is employed a 

graphic order entitled "absolute vector," which pro 
vides an instruction to locate a cell's corner. Within 
cells, images are rendered using relative graphic orders. 
Accordingly, by dividing the sheet into a cellular grid, 
lines on a sheet are effectively prescissored on cell 
boundaries and stored, being grouped together into 
corresponding cells. 
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In FIG. 3A, there is illustrated the coordinate 

systems of the screen, the window on the screen and 
sheet. In this FIG., area 35 is the window containing an 
array of cells being displayed, the cross-hatched area 
36 illustrating a given cell which lies within window 35. 
Area 37 depicts the total area of the screen. The values 
X and Y and Xw and Yw locate the window on the 
sheet while the values AX and AY locate the window on 
the screen. The locations denoted by the symbols CD, 
(2), and (3) refer to different states and are further ex 
plained herein below. 

FIG. 3B illustrates the dimensions C of each cell such 
as cell 36 in window 35. 

In considering the significance of the values set forth 
in FIG. 3A, the following conditions obtain: 

Stored into X,Y sheet Coordinates-Location of 
Display List the cell on the sheet (Invariant) 
Loaded into Xt,Yt. location of window on the 

sheet (dynamic) 
Special Xoy Yi size of window 
Registers AXAY window?.scope offset 

B bandwidth of primary storage 
environment - 
location of the cell 
on the screen 
deflection coordinates - 
location of 
the cell on the screen 

Computed By { X,Y, 
Hardware 

The relationships of the coordinate systems are 
defined as follows: 

State CD (Cell in window) 
If X s. X s. (X + X-C) 

and 

Y is Y s (Y + Y-C) 
State (2) (Cell in primary storage, not visible) 

lf not in state 1 and 

(X-B) s X < (X+0X30 B) 
and 

(Y s y < y - Y -- B) 
State (3) Otherwise 
Scope deflection coordinates, relocated: 

X = (X-X) + AX 

Y= (Y-Y) + AY 

Relative to the cell states which are required for 
managing the cells between secondary and primary 
storage, a cell is considered to be in state O if it is in 
the window, i.e., is to be visible. A cell is considered to 
be in state 2 if it is not visible but still in primary storage 
and is in state (3) if it is or should be in secondary 
storage. Window area 35, i.e., stateCD, is surrounded by 
a band of cells of width B comprising the state(2)cells. 
The term B is an additional system constant which can 
be set into registers or built into the system. 
With regard to the operation of the invention, 

reference is first made to FIG. 4A wherein there is de 
picted a typical portion of a display list. In this list, the 
special absolute vector order may have five fields, viz, 
the operation code, the X coordinate of a cell on the 
sheet, the Y coordinate of a cell on the sheet, the ad 
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dress of the cell description or routine, (graphic 
subroutine) and the state of the cell. FIC. 4B depicts 
the absolute vector order, i.e., the five fields by which it 
is constituted. List 77 in FIG. 4A shows the main pro 
gram and list 79 sets forth the intra-cell routines. The 
name of cell in list 79 are the X, Y coordinates of a 
corner of a cell, suitably its lower left corner. The other 
orders in list 79 are relative display orders. 

In FIG. 5, there is shown a conceptual diagram of the 
logical steps for decoding a display order. In this ar 
rangement, an absolute vector order is decoded by step 
39. In step 40, it is ascertained whether stateCDis called 
for. If it is, the deflection registers (X deflection re 
gister 14 and Y deflection register 15, FIG. 2) are up 
dated by the operation of step 41, the state field, i.e., 
field 5 of the absolute vector order (FIG. 4B) is set toGD 
by step 42 and the cell routine, i.e., list 79 in FIG. 4A is 
entered into by step 43. When the cell routine is 
completed, the next absolute vector order is decoded. 

If the decoded absolute vector order does not call for 
state(Dwhereby the result of the operation of step 40 is 
no, then the logic proceeds to step 44 to ascertain 
whether the decoded absolute vector order calls for 

10 

5 

state(2). If it does, then by step 45, field 5 is set to state(2)25 
and the next absolute vector order is decoded. If it is 
ascertained by step 44 that the decoded absolute vector 
order calls for neither stateCDnor state(2), then by step 
46, field 5 is set to state(3)and the next absolute vector 
order is decoded. The step 47, legended skip cell rou 
tine is included to indicate that in states(2)andG), the 
cell routine is not entered into. 
A series of tests are employed to determine the state 

of the cell by comparing the coordinates in the graphic 
order with the contents of appropriate registers. De 
pending upon the outcome of these tests, one of two 
results ensue. One of these results is the transfer of con 
trol to a graphic subroutine consisting exclusively of 
relative vectors describing the graphic information 
within the cell and control then returns to the next 
graphic order by finding a return branch mark, for ex 
ample. The other of these results is the direct transfer 
of control to the next graphic order. In addition, the 
new states are stored back into the field 5 of the ab 
solute vector order itself. 
The computer effects the motion of the sheet relative 

to the window by changing the contents of a load order 
in an appropriate register. To accomplish this, the com 
puter has to update the four sets of relocation values, 
viz., X, Y,X, Y, AX, A, and B. The other computer 
function is the scanning of the cell state fields in the ab 
solute vector orders. Whenever a state(3) vector is de 
tected, the corresponding description to a cell, includ 
ing the absolute vector itself, are assigned to be 
replaced by a new cell. The result that consequently en 
sues is a smooth motion of the information across the 
window together with an automatic actuation of secon 
dary storage transmission to thereby maintain the dis 
play list invariant except for the dynamic changes of 
the states, 
The independence of the logical sheet and the physi 

cal limitations of the display device provide many ad 
vantages in addition to the salient advantage of 
enabling the use of unbounded sheets for model build 
ing. Thus, with the invention, there is enabled the use 
of different size windows to present portions of a model 
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without actually changing the internal representation in 
the computer. Such invariance of the internal represen 
tation is in itself, an advantage, since, while moving the 
sheet relative to the window, information can be 
dynamically updated to support the imaging device 
while essentially leaving the descriptive data of the 
model unchanged in storage. 
As has been mentioned above, the invention over 

comes the disadvantages of known techniques for dis 
playing large sheets in that it does not require that the 
entire sheet information be resident in primary storage 
for regeneration and it enables the continuous window 
ing of substantially unbounded sheets. 
As has been mentioned above, a salient element of 

the invention is the prescissoring of lines into lie seg 
ments on individual cells whereby independent cell 
descriptions can be stored in secondary storage for fu 
ture cellular windowing by a user. In this connection, 
reference is made to FIG. 6 wherein there is shown an 
arbitrary line segment P-P on the sheet. The line is 
continued in cells 809, 810, 806, 807 and 804. At the 
time of its creation, the line is merely defined by its two 
endpoints, P and P, i.e., by the X,Y coordinates of 
these points. Consequently, the input to an algorithm 
for scissoring lines into cells is a set of four numbers X, 
Ya, Xa and Y. 

In FIG. 7, there is shown a flow chart of an example 
of the above-mentioned algorithm, i.e., one that can be 
used for scissoring lines into cells. In this algorithm in 
step 50, point P of the line segment shown in FIG. 6 is 
taken as the point with the minimum (X). In step 52, it 
is determined as to whether points P and P are both 
located in the same cell. This can be accomplished by 
comparing the X, Y coordinates of points P and P, 
respectively, with the coordinates of the corners of the 
cell. In this step, after the discarding of the 7-low order 
bits of all of the four entry parameters (X, Y, X, Y), 
the equalities XFX and Y=Y, signify that the entire 
line is in a single cell and no scissoring is necessary. If 
the determination made by step 52 shows that, in fact, 
points P and P are in one cell, then the routine 
proceeds to step 51. In step 51, there is located the cell 
containing point P and the coordinates of points P, P, 
relative to the corner of the cell are added to the cell 
description. The name of the cell containing point P, is 
obtained by resetting the low order seven bits of both 
X and Ya. The routine then terminates as shown by the 
Exit step. If, however, the result of step 52 indicates 
that points P and P are not in one cell, then, in step 
53, the slope of line Pi, P, is determined. The slope of 
the line is determined employing the following formula. 
Slope F s = (Ya-Y)/(X-X) (keeping the low order 

bits) 

The name of the cell is constituted by the X,Y coor 
dinates of the lower left corner of the cell. With the 
routine shown in FIG. 7, the name of each cell contain 
ing graphics information therein is determined and this 
name is the one shown in display list 79 in FIG. 4B. As 
shown in step 51, once two points in a cell are defined, 
the information is added to the cell description in the 
form of relative vector orders. The name of the cell is 
employed to retrieve information when required. The 
algorithm then proceeds to step 54. 
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in step 54, point P is substituted for point P and the 
routine then moves to step 55 where the cell containing 
point P is determined. At the completion of this opera 
tion, step 56 is executed, the latter execution determin 
ing whether or not point P, is in the cell containing 
point P, i.e., the cell found by the operation of step 55. 

In the event that by the operation of step 56 it is 
found that point P, is in fact in the cell which contains 
point P, then the algorithm proceeds to step 57 where 
the coordinates of point P are substituted for the coor 
dinates of point P, whereupon the routine proceeds to 
step 59. If, by the operation of step 56, it is found that 
point P, is not in the cell which contains point P, then 
by the operation of step 58, the coordinates of point P. 
are determined and the routine again proceeds to step 
59. 

In step 59, the coordinates of points P and P are 
added to the information which describes the cell con 
taining point P, i.e., the cell ascertained by the opera 
tion of step 55 and the routine goes to step 60. 
By step 60, it is again ascertained as to whether or 

not point P, is in the cell containing point P. If it is, 
then the routine is completed and exits. If it is not, then 
the routine moves to step 61 wherein point P is sub 
stituted for point P and the routine again loops 
through steps 55, 56, 57, 58, 59 and 60. The perform 
ing of the operation undergone by step 61 is equivalent 
to defining point P as an edge point in a cell adjacent 
to the cell containing point P. The cells, i.e., those 
containing points P and P. share the boundary at this 
point. 

In summarizing the operation of the algorithm de 
picted in the flow chart in FIG. 7, first a decision is 
made as to whether both end points, viz., points P and 
P are in the same cell. After discarding the seven low 
order bits (of a 10-bit binary number) of all four ending 
parameters, equalities X = X and Y = Y signify that 
the entire line is in a single cell and no scissoring is 
necessary. If, however, points P and P, are found not 
to be in the same cell, then first the slope of the line is 
determined in accordance with the formula set forth 
above. The name of the cell containing point P is ob 
tained by resetting the low order seven bits of both X 
and Y. The edge point P of the line in this cell is then 
computed by using the slope S which is constant during 
the entire computation. 
Once two points in the cell are defined, the informa 

tion describing the latter two points is added to the cell 
description in the form of relative vector orders. The 
next cell is then defined for which P becomes the P. 
point first computed. A test is then made as to whether 
this cell contains point P. Otherwise, the routine 
branches back to the new point where the new edge 
point is to be defined. 

With the program shown in FIG. 7, there is, ac 
cordingly, determined the names of all of the cells of 
the sheet which contain graphic subject matter therein, 
their names being appropriately stored. There is no 
need to determine the cells of the sheet grid which do 
not contain graphic subject matter. This is because 
blank cells need not be displayed and, therefore, need 
not be placed in secondary storage. The names of cells 
containing graphic data become a concatenation of the 
X, Y coordinates of the cell on the sheet and are deter 
mined according to the program shown in FIG. 7. 
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In carrying out the invention, the placement of 

alphanumeric characters in cells is quite simple since 
there is made the underlying assumption that single 
characters do not cross cell boundaries. Characters are 
generated by a user who utilizes a keyboard and every 
character becomes associated with an (X,Y) coor 
dinate pair which is under control of the cursor 
mechanism such as is provided in the aforementioned 
IBM 2250 display device. 

In the ensuing portion of this description, there is set 
forth an illustrative embodiment of the invention. The 
list set forth immediately hereinbelow is glossary of the 
designations of some of the registers employed therein. 
X SHOR-Registers holding sheet of origin cell, i.e., 
Y SHOR-the mid-cell on the screen of the CRT. 
X SCOR-Registers holding high-order screen coor 

dinates 
Y SCOR-of origin cell. 
XSLL-Register holding the value of X 
YSLL-Register holding the value of Y. 
XSUL-Register holding the value X + X. 
YSUL-Register holding the value Yi + Y. 
The values of X and Y are expressed in screen 

coordinates. 
It is recalled that a cell may be chosen to suitably be 

constituted by a square of 128 x 128 raster units. For 
convenience of description, there is chosen a window 
in the screen of a CRT which can accommodate 8 x 8 
cells and the lower left corner of the cell is taken to be 
its origin, i.e., its name. Thus, any cell can have its 
origin specified by both its X and Y sheet coordinates 
and its X and Y screen coordinates, 
On the screen, the origin of a cell is specified as men 

tioned hereinabove by the three high order bits of a ten 
bit binary number. The seven low-order bits of the 
latter number are employed to position the CRT elec 
tron beam within a cell. Thus, on the screen, the X or Y 
coordinate of a cell can have the following binary 
values, viz: 000, 00, 01 0, 011, 100, 101, 110, or 1 1. 
As desired, the window on the screen can of course, 
vary, from a single cell to a rectangular array such as of 
8X 8 cells. 

In carrying out the invention, there is first chosen a 
window size on the screen. Thus, taking the example 
shown in FIG. 3, it is seen that the window therein is 
chosen to be four cells wide and six cells high and is 
located at the upper left corner of the screen. With this 
arrangement, the lower limit of a cell origin in the Y 
direction, expressed in a binary number, is 010. The 
latter value is the one entered into register Y SLL. (Y 
screen lower limit). In this window, the upper limit of a 
cell origin in the Y direction has the binary value 111 
and this latter value is entered into register Y SUL (Y 
screen upper limit). 
The lower limit of a cell origin in the X direction is 

000 and this value is entered into register X SLL (X 
screen lower limit). The upper limit of a cell origin in 
the X direction has the binary value 011 and this value 
is entered in the register X SUL (X screen upper limit). 

After the window size has been chosen, it becomes 
necessary to consider an origin cell. The latter term is 
to be distinguished from the term "cell origin." An 
origin cell is a cell whose origin is located approximate 
ly in the center of the window. Thus, for the example, 
as shown in FIG. 3, a suitable origin cell is the cross 
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hatched cell 36 the rein. The screen coordinates of 
origin cell 36 in FIG. 3 would be X = 010, Y = 101, the 
X value being entered into the register X SCOR (X 
screen coordinate) and the value being entered into 
the register Y SCOR (Y screen coordinate). 

It is, of course, realized that the origin cell has sheet 
coordinates as well as screen coordinates. In the 
description of this embodiment, it is assumed that the 
sheet contains 64 X 64 cells. Consequently, the X or Y 
sheet coordinate of a cell can be any number from 0 to 
63, such number requiring in binary, a six bit field. The 
binary value of the X sheet coordinate of the origin cell 
is loaded into the register X SHOR (X sheet cell origin 
register) and the binary value of the Y sheet coordinate 
of the origin cell is loaded into the register Y SHOR (Y 
sheet cell origin register). - 
To cause the sheet to move to the window in the 

cathode ray tube screen, as will be further explained 
hereinbelow, the following means are employed: 

Register X SHOR which receives the X sheet coor 
dinate of the origin cell is chosen to be a portion of a 
larger register in which the seven low order bits are 
designated “MOVE X." Correspondingly, register Y 
SHOR which receives the Y sheet coordinate of the 
origin cell is a portion of a larger register in which the 
seven low order bits are designated “MOVE Y'. Thus, 
the seven bits constituting MOVE X and the seven bits 
constituting MOVE Y respectively accommodate the 
128 X and 128 Y raster units of a cell. The bits con 
stituting MOVE X and MOVE Y respectively, logically 
considered as registers in themselves, can be incre 
mented or decremented after each display cycle takes 
place. In the operation of the embodiment, the latter 
registers are initially set to 0000000. Thus, for exam 
ple, if the MOVE X register is decremented by , it will 
contain the binary number l l l l l l l . As will be ex 
plained, to cause this change, it is necessary to borrow 
a binary digit from register X SHOR. The significance 
of this operation is that the X sheet coordinate of the 
origin cell is reduced by one to thereby specify a new 
origin cell, as will be shown hereinbelow. An overflow 
bit is provided at the left of register X SHOR to indicate 
that the value of the contents of register X SHOR is 
below zero or exceeds the number l l l l l l 1. 
To increment the MOVE X register, the contents 

thereof are substracted from the contents of the X 
deflection register 13 (FIG. 2). Such substraction 
causes the electron beam to be deflected by an amount 
equal to the difference between the contents of X 
deflection register 13 and the MOVE X register. When 
the MOVE X register has been incremented to the 
value of l l l l l l i, a further increment of one will cause 
it to clear to the setting 0000000 and add one binary 
digit to the contents of register X SHOR. In this 
manner, the origin cell is replaced by its neighbor to the 
right. 
The MOVE Y register operates in a manner similar 

to the MOVE X register in association with register Y 
SHOR and the Y deflection register 15 (FIG. 2). 

In the embodiment of the invention, to cause the 
whole of the window to move in unison with the origin 
cell, a spiral display technique is employed. To illus 
trate this technique, reference is made to FIG. 8 
wherein the origin cell is designated by the numeral 
325. In the operation of the embodiment according to 
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the invention, this cell is the one which is displayed 
first. The Y sheet coordinate is then decremented by 
one and the cell whose origin is 326 is displayed. The X 
sheet coordinate is next decremented and the cell 
whose origin is 327 is displayed. Thereafter, by succes 
sively incrementing the Y sheet coordinate, the cells 
whose origins are 328 and 329 are displayed. From this 
description, it is clear that the display proceeds in an 
expanding spiral fashion whereby the cells whose 
origins are from 325 to 345 are displayed. The cells 
whose origins are from 346 to 351 are not displayed 
because they are outside of the window. However, the 
cells whose origins are from 352 to 355 are displayed. 
This spiral technique extends to a certain extent 
beyond the window in order to bring cells adjacent to 
the window into primary storage to have them there for 
future use. 
As can be seen in FIG. 8, if the sheet is moved 

directly downward with respect to the window, the cell 
whose origin is designated 330 will eventually become 
the origin cell. Thereafter, if the sheet is continued in 
its downward movement, the cells whose origins are 
344, 365, and 394 will successively in turn become 
origin cells. If the sheet is moved directly to the right 
with respect to the window, the cell having the origin 
328 will become the origin cell. It is, therefore, readily 
appreciated as to how, for other directions of move 
ment, the origin cell of the moment is in turn replaced 
by one of its neighbors as the origin cell. 
There may be some situations in which the origin cell 

lies outside of the sheet. For example, referring again to 
FIG. 8, the sheet could be moved downwardly until the 
cells whose origins are 352, 353,354 and 355 would be 
located at the top of the sheet. In other words, their Y 
sheet coordinates would all be 63. For this to be the 
case, the origin cell would then be an imaginary cell 
which exists three cells above the vertical boundary of 
the sheet. It can be understood how this condition 
could exist with the origin cell off the sheet at the left, 
right lower bottom. The operation of the embodiment 
would not be affected under these circumstances and 
only those cells which are actually on the sheet would 
be displayed. 
There can now be explained why the contents of the 

MOVE X and MOVE Y registers are substracted from 
the contents of the X and Y deflection registers (FIG. 
2) in order to correctly position the electron beam. In 
this connection and referring to FIG. 8, let it be as 
sumed that the sheet is being moved directly to the 
right with increments of one raster unit. The first time 
that a display is made, the contents of the MOVE X re 
gister will be set to zero. Now, in order to move the 
sheet to the right, the X sheet coordinate must be 
decremented by one. Such decrementing occurs auto 
matically when the contents of the MOVE X register 
are decremented by one from a zero position. When 
the MOVE X portion of the register which includes re 
gister X SHOR is decremented from its zero position, 
its contents assume a value of 127. Thus, as shown in 
FIG. 8, the cell having the origin 328 becomes the 
origin cell after this first decrementing. Consequently, 
the absolute X screen coordinate of the latter cell is 
suddenly moved 128 raster units to the right. However, 
because it is desired that the cell be moved only one 
raster unit to the right for this first sheet movement, it is 
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necessary to substract from the X deflection register 
the contents of the MOVE X register which, as has 
been mentioned, has a value of 127 in order to cause a 
movement of one raster unit to the right. Stating this in 
another manner, the origin on the screen immediately 
jumps 128 raster units to the right but is brought back 
to the left 127 raster units to thereby provide a net 
movement of one raster unit to the right. 
The same situation obtains if the sheet is caused to 

move upwardly with respect to the window. In this 
case, the origin cell having the origin 325 would be im 
mediately replaced as the origin cell by the cell having 
the origin 326. The contents of the MOVE Y register 
would be 127 which would be substracted from the 
contents of the Y deflection register to give an upward 
movement of only one raster unit. 

Further considering the operation, when the sheet is 
moved to the right one raster unit, the right-hand 
column of cells disappears from the screen because the 
column of cells immediately to the left of this right 
hand column has encroached one raster unit in the X 
direction into its area. Similarly, were the sheet to be 
moved upwardly, the top row of cells in the window 
would disappear as soon as one raster unit of move 
ment had occurred in the vertical direction. If move 
ment of the sheet is started to the left, the left-hand 
column of cells disappears and if the sheet is moved 
downwardly, the bottom row of cells disappears. Thus, 
while the sheet is in movement, the size of the window 
is decreased by one column and one row. When move 
ment of the sheet is halted by the resetting to zero of 
the MOVE X and MOVE Y registers, the display fills 
the entire window. Such movement is halted by throw 
ing of suitable MOVE switches Off. 

It can now be readily understood why the contents of 
the MOVE X and MOVE Y registers are substracted 
from the X and Y deflection registers when the sheet is 
either moved to the left or downwardly with respect to 
the window on the cathode ray tube screen. When the 
sheet is so moved, the original origin cell is retained 
during the first 127 raster unit movements. In this type 
of movement, the contents of the MOVE X and MOVE 
Y registers are successively incremented from their 
zero position. Consequently, it requires 128 increments 
before a carry occurs in either the X SHOR or Y SHOR 
registers. Thus, it could be stated that when the sheet is 
moved downwardly or to the left, a smooth transition 
between origin cells occurs and, when the sheet is 
moved upwardly or to the right, an abrupt change of 
origin cells occurs. It is readily appreciated that 
diagonal movements of the sheet are merely a com 
bination of X and Y direction movements, 

FIG. 9 is a block diagram which broadly illustrates 
the components of the embodiment constructed in ac 
cordance with the principles of the invention and shows 
the inter-relationship of these components. Each of the 
blocks in the diagram shown in FIG. 9 have indicated 
thereon the FIG. number wherein the block is depicted 
in relative detail. FIG. 9 also shows the various lines 
connecting these components. 

Reference is now made to FIG. 10A to FIG. 10F, 
taken together as in FIG. 10 wherein there are shown 
the various registers employed in the embodiment, the 
components ancillary thereto, and the inter-relation 
ship of these registers and components. In this figure, 
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there is first described register 101 which comprises 
two portions, that designated X SHOR and that 
designated MOVE X. Register X SHOR, as has been 
mentioned above, is the register into which the X sheet 
coordinate of the origin cell is entered. As has been 
stated hereinabove, in the embodiment, there is made 
the assumption that the sheet coordinates can vary 
from 0 to 63 whereby the X SHOR register is shown as 
comprising six bits. The leftmost bit in the register 101 
is employed as an overflow bit for the X SHOR register 
and is employed to indicate when the origin cell is 
decremented below zero or incremented above 63. 
As shown, substantially the right half of register 101 

constitutes the MOVE X register. The latter is the re 
gister which receives the increments or decrements for 
moving the sheet across the window in the X direction. 
In the illustrative embodiment, the MOVE X register is 
chosen to comprise seven bits to thereby accommodate 
quantities ranging from 0 to 127. Carries produced in 
the MOVE X register go into the X SHOR register and, 
correspondingly, the MOVE X register obtains borrows 
from the X SHOR register. Thus, for example, if the 
contents of the MOVE X register are at zero and it is 
decremented, the X SHOR register is decremented i.e., 
a borrow is taken from it by the MOVE X register. 
Similarly, if the MOVE X register is incremented from 
127 to zero, a carry occurs which increments the value 
in the X SHOR register. 

Also shown in FIG. 10A is the register 103 which, in 
turn, comprises the Y SHOR register in its left portion 
and the MOVE Y register in its right portion. The latter 
registers function in a manner corresponding to the 
functions of the X SHOR and MOVE X registers, and, 
of course, are concerned with the moving of the sheet 
in the Y direction. 

In FIG. 10D, there are shown the registers legended 
X SCOR and Y SCOR which respectively are 
mnemonics representing the terms X screen origin re 
gister and Y screen origin register. These registers are 
initially loaded with the X coordinate and the Y coor 
dinate of the origin cell for the window on the screen. 
The registers legended X SUL and Y SUL are loaded 

with the X and Y coordinates respectively of the upper 
limit cell on the screen window. 

In FIG. 10D, the registers legended X SLL and Y 
SLL are loaded with the X and Y coordinates of the 
lower limit cell of the window on the screen. It is to be 
noted that the righthand seven bits of the ten-bit re 
gisters described hereinabove are permanently set to 
ZeO. 

In FIG. 10B, there are shown the X SHSR (X sheet 
spiral) register and the Y SHSR (Y sheet spiral) re 
gister. These two registers contain the X and Y coor 
dinates of the sheet origin cell which, as has been men 
tioned above, is the first cell to be considered in the 
spiral scan. It is noted that the X SHSR and Y SHSR re 
gisters are loaded from the X SHOR and Y SHOR re 
gisters. With such arrangement, each spiral scan starts 
with the common value of the contents of the X SHOR 
and Y SHOR registers. 

In FIG. 10E, there are shown the counters A and B, 
the latter counters controlling the spiral scan. The 
counter legended SCC (spiral control counter) con 
trols the branching from either the decision micropro 
gram or the swap microprogram back to the decre 
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menting or incrementing microprograms which are 
used in proceeding through the spiral scan. The opera 
tion of the SCC counter is further explained herein 
below in conjunction with FIG. 17. 

in FIG 10C, there is shown the X SCSR (X screen 
spiral) register and in FIG. 10F there is shown the Y 
SCSR (Y screen spiral) register. These two registers 
contain the X and Y screen coordinates of the origin 
cell on the window. It is necessary in the operation of 
this embodiment to load these two registers with the 
values of the contents contained in the X SCOR and Y 
SCOR registers (FIG. 10D) and to also reset the over 
flow bits of registers X SCSR and Y SCSR to zero. It is 
to be noted that the X SCSR and Y SCSR registers can 
be incremented or decremented and that this incre 
menting or decrementing occurs in the bit positions. 
Accordingly, considering these registers as a whole, 
they are either incremented or decremented by 128 to 
correspond with the fact that each cell comprises 128 
raster units. It is to be noted that the outputs of re 
gisters X SCSR and Y SCSR provide an input to respec 
tive subtract units 105 and 107. The values which are 
subtracted from each of these registers are the respec 
tive contents of the MOVE X and MOVE Y registers. 
With such arrangement, the true or real origin of the 
cell to be displayed on the screen can be determined 
and such value is compared with the X and Y upper 
and lower limits to determine whether the cell is or is 
not to be displayed. Thus, clearly, if the outputs of sub 
tract units 105 and 107 indicate that either the X or Y 
coordinate of the cell is outside the boundary of the 
window, it is not to be displayed. 

Reference is now made to FIG. 1. It is noted that 
there is set forth therein a stage legended Primary 
Storage No. 1. In FIG. 14, there is shown a stage 
legended Primary Storage No. 2. Such legending 
separation has been done for convenience of descrip 
tion and explanation of the embodiment. In an actual 
application, primary storage 1 and primary storage 2 
refer to sections of the computer memory 33 as shown 
in FIG. 2. Primary Storage No. 1 is addressed by the 
contents of registers X SHSR and Y SHSR (FIG. 10B), 
the addressing being accomplished via cables 104 and 
106 which join to become cable 108, cable 108 ter 
minating at primary storage No. 1. Primary storage No. 
1 is chosen to have, at least, sufficient capacity to hold 
a word for each cell on the sheet. Thus, for example, if 
a sheet is considered to be made up of 64 X 64 cells, 
then primary storage No. 1 has to be capable of accom 
modating 4,096 words. Each word stored in primary 
storage No. 1 contains the address of the cell in primary 
storage No. 2, provided that the cell exists in primary 
storage No. 2. In addition, each word in primary 
storage No. 1 also contains the address in secondary 
storage such as on disc for the particular cell and a bit 
which indicates whether or not the cell is blank. As will 
be further shown hereinbelow, the latter bit is set to l 
when a cell is blank, i.e., is actually not stored in secon 
dary storage. The bit is set to 0 for a cell containing 
graphic information, such type cell being stored in 
secondary storage. 
The address in primary storage No. 2 can be made 

available on a cable 122, the latter cable being em 
ployed to address primary storage No. 2. The address in 
primary storage No. 2 is also available on a cable 124 
which connects to the display unit. 
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As can be noted in FIG. 11, the address for primary 

storage No. 2 is loaded into the data register 111 for 
primary storage No. 1 by a cable 322 which comes 
from the transfer unit (FIG. 12). The transfer unit con 
tains an address register which is employed to assign 
addresses in primary storage No. 2 for each cell on the 
sheet as it is transferred from secondary storage to pri 
mary storage. The address in secondary storage is also 
available to the transfer unit through a cable 120. 

Reference is now made to FIGS. 12A-12C, taken 
together as in FIG. 12 wherein there is shown the 
transfer unit. The transfer unit is operative when it is 
desired to display a cell which is not in primary storage. 
In this situation, the transfer unit obtains the address in 
secondary storage for the desired cell and assigns it an 
address in primary storage No. 2 where the record con 
stituting this cell is to be placed in primary storage No. 
2. The first word in this record is the name of the cell, 
i.e., its X and Y sheet coordinates. The words following 
the name for the record consists of the display orders 
which appear sequentially after the first word. The last 
word in the record is chosen to be a symbol which in 
dicates that it is such last word. The structure of the 
transfer unit is further explained hereinbelow. 

Referring to FIG. 14, there is shown therein primary 
storage No. 2 and its interrelationship with associated 
structures in the embodiment. Primary storage No. 2 
can be addressed from three different locations. Thus, 
one address can come from primary storage No. 1 
through cable 122. A second address can come from 
the transfer unit through cable 130 and a third address 
can come from the display unit through a cable 138. In 
the situation where primary storage No. 2 is accessed 
by cable 122 from primary storage No. 1, the first word 
read into the data register 169 of primary storage No. 2 
will contain, if the cell is in primary storage, the X and 
Y sheet coordinates of the cell which it is desired to be 
displayed. After this first access, the contents of data 
register 169 are compared with the contents of the X 
SHSR and Y SHSR registers (FIG. 10B). If, as a result 
of these comparisons, an agreement exists, it is then 
known that the desired cell is in primary storage. The 
control can then be transferred to the display apparatus 
which continues to access primary storage No. 2 using 
succeeding words for display purposes, In the event 
that the desired cell is not in primary storage No. 2, 
then control has to be transferred to the transfer unit 
(FIG. 12), in order to transfer the cell from secondary 
storage to primary storage No. 2. In this connection, it 
is to be noted, that primary storage 02 may be chosen 
to be a separate memory unit of the wrap around type. 
In the latter type of memory, addresses are assigned by 
a memory address register which is located in the 
transfer unit and which operates in a modulo manner. 
Because of this construction, the oldest cells in primary 
storage No. 2 can be overwritten by new cells as they 
are desired. 

In FIG. 15, there is shown a detail of the display unit 
of FIG. 2 with its inputs and outputs, FIG. 15 can be 
considered supplementive to FIG. 2 in that, in FIG. 15, 
there are also included subtract units 606 and 608 
whereby the MOVE X and MOVE Y values on cables 
100 and 102, respectively, can be subtracted from the 
X and Y deflection registers 602 and 604. When it has 
been determined that a cell is to be displayed on the 
screen, the control is transferred to the display unit 
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which operates in conjunction with primary storage 
No. 2 to extract the display orders as needed and ex 
ecute them on the screen of the cathode ray tube. 
When a cell has been completely displayed, control is 
then returned to the spiral scanning mechanism as 
described in this embodiment. 

In the operation of this embodiment, there are util 
ized the eight microprograms shown in FIG. 17. These 
microprograms are as follows: sheet origin, decrement 
Y, decrement X, increment Y, increment X, move 
sheet origin, decision, and swap. Each of these 
microprograms are under the control of a particular 
pulse generator as shown in FIG. 16. The pulse genera 
tors utilized essentially comprise a series of successive 
ly arranged monostable multivibrators. A monostable 
multivibrator can be triggered to its ON state by the 
reverting to the OFF state of a preceding monostable 
multivibrator or by some other pulse, generated for the 
triggering purpose. In FIG. 16, there are shown the 
pulse generators, i.e., the microprogram clocks. 

In FIG. 17, it is noted that the operational sequence 
starts with the sheet origin microprogram. This 
microprogram begins the spiral scan. At a point near 
the middle of the sheet origin microprogram, a branch 
is made to the decision microprogram, the purpose of 
this branch being to determine whether or not the sheet 
origin cell is to be displayed. It is also to be noted that, 
at the beginning of the spiral scan, the spiral control 
counter 171 is always reset to zero. Thus, if the sheet 
origin cell is to be displayed, it must then be deter 
mined as to whether or not this cell is in primary 
storage. If it is not in primary storage, then the decision 
microprogram branches to the swap microprogram 
which, in its execution, calls on the transfer unit to 
place the desired cell into primary storage. When the 
latter operation is completed, the determination is 
made as to whether the cell is to be displayed. 

If the cell is to be displayed, the swap microprogram 
then branches to the the display unit. After the latter 
branch, control is returned to the swap mechanism and 
the program then branches back to the sheet origin 
microprogram. In this latter connection, if the cell is to 
be displayed, then the program branches through one 
of the AND circuits 173, 175, 177, 179, 181, these 
AND circuits being controlled by spiral control counter 
171. The reason for enabling the swap mechanism to 
branch directly back to the sheet origin microprogram 
is to ensure that only one swap of a cell is permitted 
during each spiral scan. Such enabling is provided 
because an appreciable time is required for the swap 
and it is desired to immediately return to the display in 
order to maintain pictorial material on the screen of the 
cathode ray tube. 
The illustrative embodiment of the invention is 

designed such that a picture would gradually build up 
on the screen until the window is completely filled with 
cells and a sufficient area outside the window has been 
swapped from secondary to primary storage. 
Thereafter, as the picture is moved relatively slowly 
across the screen, sufficient cells adjacent to the win 
dow cells will be in primary storage whereby no ap 
preciable interruption of the display occurs as the sheet 
is moved pass the window. 
At the completion of the sheet origin microprogram, 

there is then executed the decrement Y microprogram. 
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As can be seen in FIG. 17, a branch can be made from 
this microprogram to the decision microprogram in 
order to display a cell or not as desired. 
At the completion of the decrement Y micropro 

gram, the decrement X microprogram is executed and, 
as with the decrement Y microprogram, the branch can 
also be made from the decrement X program to the 
decision microprogram for display purposes if it is so 
desired. 

After the decrement X microprogram has been 
completed, the sequence proceeds to the increment Y 
microprogram and from there to the increment X 
microprogram. At the completion of the increment X 
microprogram, a test is made to ascertain whether the 
spiral scan is complete. Such test is made by a spiral 
limit counter. If the latter test reveals that the spiral 
scan is not complete, then the sequence reverts back to 
the decrement Y microprogram. However, if the test 
shows that the spiral scan is complete, then the 
sequence advances to the move sheet origin micropro 
gram which increments the MOVE X and MOVE Y re 
gisters (FIG. 10A). From the move sheet origin 
microprogram, the sequence reverts back to the sheet 
origin microprogram. In this connection, it is to be real 
ized that the move sheet origin microprogram may 
specify a new sheet origin cell which is the cell that 
becomes the sheet origin cell the next time that the 
sheet origin microprogram is executed. 

It is to be noted that, at the completion of the incre 
ment X microprogram, when the spiral limit counter is 
tested that, if such test does not produce an agreement, 
the program branches back to the decrement Y 
microprogram. 
At this point in the description, there are now set 

forth the operations respectively of the various 
microprograms as controlled by their microprogram 
clocks. 
The first microprogram to be described is the sheet 

origin microprogram. This microprogram is initiated by 
a pulse which is applied to a line 416 (FIG. 16A). The 
pulse on line 416 passes through an OR circuit 418 and 
triggers a monostable multivibrator 420 to produce the 
SO-1 pulse. The SO-1 pulse is conveyed by a cable 208 
to a cable 214 from which it is applied to a gate 422 
(FIG. 10C) to gate the contents of the XSCOR register 
to the XSCSR register, the SO-1 pulse concurrently 
setting the overflow bit of the XSCSR register to its 0 
state. In addition, the SO-1 pulse is applied to a gate 
424 (FIG. 10F) to gate the contents of the YSCOR re 
gister to YSCSR register, the overflow bit of the 
YSCSR register being set to its 0 state by the SO-1 
pulse. The SO-1 pulse is also applied to gates 426 and 
428 (FIG. 10B), to effect the transferring of the con 
tents of the XSHOR register to the XSHSR register and 
the YSHOR register to the YSHSR register. The SO-1 
pulse is also employed to reset the SCC counter (FIG. 
10E) to 0. When monostable multivibrator 420 reverts 
to its OFF state, there is produced a pulse on a line 430, 
this pulse passing through an OR circuit 432 and being 
employed to trigger to the ON state, a monostable mul 
tivibrator 434 to initiate the operation of the decision 
microprogram. 
The DM-1 pulse produced as a result of the trigger 

ing of monostable multivibrator 434 appears on cable 
208 and is applied thereby to a gate 436 (FIG. 13B). 
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The AND circuit 438 is enabled when both of the over 
flow bits of the XSHSR and YSHSR registers are in 
their 0 states. The OR circuit 440 produces an output if 
either of the overflow bits of the XSHSR and YSHSR 
registers are in their 1 state. Thus, a line 286 (FIG. 
13B) will be active if both of the overflow bits in the 
XSHSR and YSHSR registers are at 0. Similarly, a line 
442 will be active if either of the overflow bits of the 
XSHSR and YSHSR registers are in their 1 states. If 
line 442 is active, this signifies that the origin is off the 
sheet and therefore need not be displayed. The pulse 
on line 442 passes through an OR circuit 444 and an 
AND circuit 446 (FIG. 13E) to a line 312 which ex 
tends via a cable 210 to trigger a monostable mul 
tivibrator 448 (FIG. 16A) in the SO clock. With this ar 
rangement, the program is returned back to the sheet 
origin microprogram. An AND circuit 446 (FIG. 13E) 
is enabled by the active state of a line 302, line 302 
being active at this juncture because the SCC counter is 
set to 0 at this time. Thus, when a gate 436 (FIG. 13B), 
is tested to activate line 286, the latter active state ex 
tends through a cable 210 whereby the pulse on line 
286 is employed to trigger a monostable multivibrator 
450 in the DM clock. The triggering of monostable 
multivibrator 450 produces the DM-2 pulse which ap 
pears on cable 208 and thereafter on cable 180. Pulse 
DM-2 is employed to request a read access to primary 
storage 1 (FIG. 11) and also to set the flip-flop 452 
(FIG. 11) to its l state. 
When monostable multivibrator 450 reverts to the 

OFF state, a signal is produced which is transmitted 
through an OR circuit 454 to trigger a monostable mul 
tivibrator 456 to thereby produce the DM-3 pulse. The 
DM-3 pulse appears on cable 208 and then on cable 
180 from which it is applied to a gate 458 (FIG. 11) to 
test for the state of flip-flop 452. If the latter test in 
dicates that flip-flop 452 is in its 1 state, then a signal 
appears on a line 150. However, if the test shows that 
flip-flop 452 is in its 0 state, then a signal appears on a 
line 152. Lines 150 and 152 extend via a cable 148 to 
enter cable 210. The signal on line 150 is operative to 
trigger a monostable multivibrator 460 (FIG. 16B) to 
produce the DM-4 pulse, the DM-4 pulse being used 
for delay purposes only. At the termination of the 
DM-4 pulse, monostable multivibrator 456 is again 
triggered through OR circuit 454. 
The signal on line 152 is employed to trigger a 

monostable multivibrator 462 to produce the DM-5 
pulse. The DM-5 pulse appears on cable 208 and is ap 
plied to a gate 464 (FIG. 13C). The actuation of gate 
464 is to test for the states of lines of 226 and 228 
which are in a cable 148. If the blank cell bit is in its 1 
state, line 228 is active and, consequently, a signal ap 
pears on a line 466 which passes through an OR circuit 
444 and AND circuit 446 to a line 312 which is in cable 
210, the signal on line 312 being employed to trigger 
the monostable multivibrator 448 (FIG. 16A) in the SO 
clock. With the arrangement as just described, the 
decision microprogram is terminated in the situation 
where the blank cell bit is in its 1 state. 

If the blank cell bit is in its 0 state, then line 226 is ac 
tive and a signal appears on a line 288 which is em 
ployed to trigger a monostable multivibrator 466 to 
produce the DM-6 pulse. The DM-6 pulse is conveyed 
by cable 208 and a cable 196 to request a read access 
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(FIG. 14) and also to set flip-flop 484 to its 1 state. 
When monostable multivibrator 466 goes OFF, a signal 
is produced which is transmitted through OR circuit 
468 to trigger monostable multivibrator 470 to thereby 
produce the DM-7 pulse. The DM-7 pulse is conveyed 
by cable 208 and cable 196 to be applied to gate 472 
(FIG. 14) to test for the state of flip-flop 484. If the 
read access effected by the DM-6 pulse is not 
complete, a pulse appears on line 170. However, if the 
read access is complete, a pulse appears on a line 172. 
Lines 170 and 172 are included in cable 164 and then 
in cable 210. Line 170 is employed to trigger a 
monostable multivibrator 476 in the DM clock to 
produce the DM-8 pulse. The DM-8 pulse is used for 
delay purposes only and upon its termination, monosta 
ble multivibrator 470 is again triggered through OR cir 
cuit 468. 
The active state of line 172 is employed to trigger a 

monostable multivibrator 474 to produce the DM-9 
pulse. The DM-9 pulse is conveyed by cable 208 to be 
applied to gate 482 (FIG. 13C) to ascertain whether or 
not the desired cell is in primary storage No. 2. As has 
been mentioned hereinabove, if such desired cell is in 
primary storage No. 2, the name of this cell, i.e., its X 
and Y sheet coordinates will be in the data register of 
primary storage No. 2. Thus, referring to FIG. 14, if the 
cell is in primary storage, the X sheet coordinate will 
appear on cable 168 and the Y sheet coordinate will 
appear on cable 166. These cables extend through 
cable 164 to the point where cable 168 provides one 
input to the compare unit 478 and cable 166 provides 
one input to the compare unit 480 (FIG. 13C). The 
other inputs to compare units 478 and 480 are pro 
vided on cables 104 and 106 respectively which are 
carried by cable 212. 

It is to be noted that cable 104 contains the X sheet 
coordinate of this cell and cable 106 contains the Y 
sheet coordinate of the cell. Thus, referring to FIG. 
13C, if the addresses agree, an AND circuit 486 will 
produce an output. However, if they do not agree, then 
an OR circuit 488 will produce an output. When gate 
482 is tested by the DM-9 pulse, a pulse appears on a 
line 290, if the cell is in primary storage. If the cell is 
not in primary storage, a pulse appears on the line 292. 
Lines 290, 292 are conveyed by a cable 210 whereby 
the pulse on line 290 is employed to trigger the 
monostable multivibrator 490 in the DM clock. Line 
292 is employed to trigger the monostable multivibra 
tor 492. 
There is first considered the situation where 

monostable multivibrator 490 is triggered. In this case, 
the DM-10 pulse output therefrom is conveyed on 
cable 208 to be applied to a gate 494, (FIG. 13D). The 
AND 496 circuit produces an output if the corrected 
origin of the cell is within the limits of the screen win 
dow. However, if the corrected origin of the cell is not 
within the limits of the screen window, an inverter cir 
cuit 498 will produce an output. Thus, if the cell is to be 
displayed, a pulse appears on the line 294. If the cell is 
not to be displayed, a pulse appears on the line 500. If 
the pulse appears on line 500, it will pass through the 
OR circuit 444, and the AND circuit 446 (FIG. 13E) to 
a line 312 which returns the DM (decision) micropro 
gram to the sheet origin microprogram as has been 
previously mentioned. However, if the cell is to be dis 
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played, a pulse appears on line 294 which is conveyed 
by cable 210 and is employed to trigger monostable 
multivibrator 502 to produce the SW-5 pulse. The SW 
5 pulse is conveyed by cable 208 and cable 202, and in 
itiates the display operation (FIG. 15). The latter 
operation is explained further hereinbelow. 

In the situation where monostable multivibrator 492 
is triggered as a result of the test effected by the DM-9 
pulse, the DM-11 pulse produced from monostable 
multivibrator 492 is conveyed via cable 208 to be ap 
plied to a gate 504 (FIG. 13D) in order to again deter 
mine whether the cell is to be displayed. 

If the cell is to be displayed, a pulse appears on line 
296 and swap flip-flop 506 is set to its state. However, 
if the cell is not to be displayed, the pulse also appears 
on line 296 but flip-flop 506 is set to its 0 state. The 
pulse on line 296 is conveyed by cable 210 to trigger 
monostable multivibrator 508 (FIG. 16B) to thereby 
initiate the swap microprogram as is explained further 
hereinbelow. 

In connection with the function of flip-flop 506, if 
the cell is to be displayed, the microprogram proceeds 
in its normal fashion through the spiral scan. After the 
swap or transfer has been accomplished and, if the cell 
is not to be displayed, the program branches back to 
the sheet origin microprogram at the end of the 
transfer. As is explained further in the description of 
the swap microprogram, the function of the flip-flop 
506 is to furnish the control to accomplish either the 
normal proceeding of the microprogram or the 
branching back to the sheet origin microprogram at the 
end of the transfer. 
As for the logic which determines whether or not the 

corrected origin of the cell is within the limits of the 
screen window, it is noted (FIG. 10C) that the value 
(XSCSR)-(MOVE X) is present on cable 116 and the 
value (YSCSR)-(MOVE Y) is on cable 114 (FIG. 
10F). These two cables extend via cable 212 to provide 
an input for a compare unit 510 and an input for a com 
pare unit 514 respectively (FIG. 13D). Cable 114 sup 
plies one input to compare units 516 and 520. The 
other input to compare unit 510 is cable 238 which 
contains the X screen upper limit value (F.G. 10D), 
The other input to compare unit 514 is cable 242 (FIG. 
10D) which contains the value of the X screen lower 
limit. An output is produced from compare unit 510 if 
the value (XSCSR)-(MOVE X) is equal to or less than 
the X screen upper limit. An output is produced from 
compare unit 514 if the value (XSCSR)-(MOVE X) is 
equal to or greater than the X screen lower limit. The 
line 262 (FIG. 13D) is from cable 212 and has thereon 
the 0 output of the overflow bit the X SCSR register. 
The latter overflow bit would have been set to its 1 
state if the origin of the cell had wandered off the 
screen in either the left or right direction. Thus, AND 
circuit 512 (FIG. 13D) produces an output if the cell 
origin is within limits in the X direction. 
The compare units 516 and 520 and AND circuit 

518 operates similarly relative to the Y limits. Ac 
cordingly, AND circuit 518 produces an output if the 
origin of the cell is within limits in the Y direction. The 
AND circuit 496 consequently produces an output if 
the origin of the cell is within limits in both the X and Y 
directions. 
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The foregoing completes the description of the deci 

sion microprogram. As has been mentioned, this pro 
gram is branched into and out of each time that a cell is 
a candidate for display. 

Reference is now made back to the sheet origin 
microprogram. In the execution of the latter, the SO-2 
pulse is produced when the monostable multivibrator 
448 (FIG. 16A) is triggered. The SO-2 pulse is con 
veyed by cable 208 to cable 214 to set counter A to 1 
(FIG. 10E). It is to be noted that the SO-2 pulse passes 
through the OR circuit 552 (FIG. 13A) to line 260 
through cable 214. Line 216 is employed to reset the 
contents of counter B to 0 and to also increment 
counter SCC (FIG. 10E). Counters A and B determine 
the path of the spiral scan and counter SCC determines 
the branching out of and back to various micropro 
grams involved in the spiral scan. 
When monostable multivibrator 448 (FIG. 16A) ter 

minates, a pulse is produced thereby which passes 
through an OR circuit 524 to trigger a monostable mul 
tivibrator 526 to thereby produce the DY-1 pulse. The 
DY-1 pulse is conveyed by cable 208 and then by cable 
214 to decrement the YSCSR register (FIG. 10C). The 
DY-1 pulse is also employed to decrement the Y SHSR 
register (FIG, 10B) and to increment counter B (FIG. 
10E) via line 218 and cable 214. 
When monostable multivibrator 526 goes OFF, a 

pulse is produced which passes through OR circuit 432 
to turn ON monostable multivibrator 434, the latter ac 
tion initiating the decision microprogram. Because the 
contents of the SCC counter are now at 1, the line 304 
(FIG. 10E) is active. Line 304, via cable 212, is em 
ployed to enable AND circuit 530 (FIG. 13E). Thus, 
when the program branches back from the decision 
microprogram, the pulse produced from OR circuit 
444 (FIG. 13E) passes through AND circuit 530 to line 
314 which extends through cable 210 and is employed 
to trigger monostable mulitvibrator 532 (FIG. 16A) 
and thereby produce the DY-2 pulse. The DY-2 pulse 
is conveyed on cable 208 to activate gate 534 (FIG. 
13H). 
To test the output of compare unit 536, the inputs 

applied thereto are cables 220 and 222 which extend 
from cable 212. On cable 220 there are present the 
contents of counter B and on cable 222 there are 
present the contents of counter A. If the contents of 
counter A are equal to the contents of counter B, a 
pulse appears on line 266. If, however, the contents of 
counter A are not equal to the contents of counter B, 
then a pulse appears on line 268. Lines 266 and 268 are 
employed via cable 210 to trigger monostable mul 
tivibrators 538 and 526 respectively (FIG. 16A). With 
this arrangement, the DY clock branches back to the 
DY-1 pulse if the contents of counter B are not equal 
to the content of counter A, and branches forward to 
the DY-3 pulse if the contents of counter B are equal 
to the contents of counter A. The DY-3 pulse is con 
veyed by cable 208 and passes through OR circuit 522 
to line 216 which is carried by cable 214 to reset the 
contents of counter B to 0 (FIG. 10E). In addition, the 
pulse on line 216 is employed to increment the SCC 
counter. 
When monostable multivibrator 538 goes OFF, a 

pulse is produced thereby which passes through OR cir 
cuit 540 to trigger monostable multivibrator 542 to 
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thereby produce the DX-1 pulse. The DX-1 pulse is 
conveyed by cable 208 and cable 214 and is employed 
to decrement the X SHSR register (FIG. 10B). The 
DX-1 pulse is also used to decrement the X SCSR re 
gister. The DX-1 pulse is passed through OR circuit 
528 to line 218 in cable 214 to increment counter B 
(FIG. OE). 
When monostable multivibrator 542 (FIG. 16A) 

goes OFF, a pulse is transmitted through OR circuit 
432 to again initiate the decision microprogram. At this 
juncture, the contents of the SCC counter (FIG. 10E) 
have the value of 2 and line 306 is active, Line 306 in 
cable 212 is employed to enable AND circuit 544 (FIG. 
13E). Thereby, the return from the decision micropro 
gram is via line 316. Line 316 in cable 210 is employed 
to trigger monostable multivibrator 546 to thereby 
produce the DX-2 pulse. The DX-2 pulse is conveyed 
by cable 208 to be applied to gate 548 (FIG. 13A) to 
test whether or not the contents of counter B are equal 
to the contents of counter A. If this test finds that the 
latter contents are equal, a pulse appears on line 270. 
However, if they are not equal, then a pulse appears on 
line 272. Line 270 is employed to trigger monostable 
multivibrator 550 and line 272 is used to trigger 
monostable multivibrator 542. With this arrangement, 
accordingly, the DX clock either branches back to the 
DX-1 pulse or proceeds to DX-3 pulse. The DX-3 
pulse is conveyed by cable 208 to pass through OR cir 
cuit 522 and then to line 216. Line 216 in cable 214 is 
employed to reset the contents of counter B to 0 (FIG. 
10E). The DX-3 pulse on line 216 is employed to in 
crement the SCC counter and passes through OR cir 
cuit 552, OR circuit 224 and cable 214 to increment 
counter A (FIG. 10E). 
When monostable multivibrator 550 (FIG. 16A) 

goes OFF, the pulse produced thereby is transmitted 
through OR circuit 554 to trigger monostable mul 
tivibrator 556 to thereby produce the IY-1 pulse. The 
IY-1 pulse is conveyed by cable 208 and cable 214 and 
is employed to decrement the YSHSR register (FIG. 
10B). The IY-1 pulse is also employed to decrement 
the YSCSR register (FIG. 10C). The IY-1 pulse is 
passed through OR circuit 528 and then to line 218 on 
cable 214 to increment counter B. 
When monostable multivibrator 556 goes OFF, the 

pulse produced thereby is transmitted through OR cir 
cuit 432 to again initiate the decision microprogram. 
At this juncture, the contents of the SCC counter (FIG. 
10E) will be set to 3 whereby line 308 will be active. 
Line 308 in cable 212, is employed to enable AND cir 
cuit 558 (FIG. 13E). This time, when the program 
returns from the decision microprogram, the pulse on 
line 308 will pass through AND circuit 558, line 318, 
cable 210 and will be employed to trigger monostable 
multivibrator 560 (FIG. 16A) to produce the IY-2 
pulse. The IY-2 pulse is conveyed by cable 208 to be 
applied to gate 562 (FIG. 13A) to determine whether 
the contents of counter B are equal to the contents o 
counter A. If the latter contents are equal, a pulse ap 
pears on line 274 and, if they are not equal, a pulse ap 
pears on line 276. Lines 274 and 276 via cable 210 are 
employed to trigger monostable multivibrators 564 and 
556 respectively (FIG. 16A). The triggering of 
monostable multivibrator 564 produces the Y-3 pulse 
which is conveyed by cable 208 and passes through OR 
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circuit 522 to line 216 in cable 214 to reset the con 
tents of counter B to 0. This pulse on line 216 also in 
crements the SCC counter as has been described 
hereinabove. 
When monostable multivibrator 564 goes OFF, the 

pulse produced thereby passes through OR circuit 566 
to trigger monostable multivibrator 568 to thereby 
produce the IX-1 pulse. The IX-1 pulse is employed to 
increment the X SHSR register (FIG. 10B) and to in 
crement the X SCSR register (FIG. 10C). The IX-1 
pulse also passes through OR circuit 528 to line 218 in 
cable 214, and is employed to increment counter B 
(FIG. 10E). 
When monostable multivibrator 568 goes OFF, the 

program again branches to the decision microprogram. 
At this point, the contents of the SCC counter (FIG. 
10E) are set to 4 whereby line 310 is active. This causes 
the pulse which signifies the return from the decision 
microprogram to pass through AND circuit 570 to line 
320 in cable 210, the latter pulse being employed to 
trigger monostable multivibrator 572 (FIG. 16A) to 
produce the IX-2 pulse. The IX-2 pulse is conveyed by 
cable 208 to be applied to gate 574 (FIG. 13A) to 
determine whether the contents of counter B are equal 
to the contents of counter A. If this determination in 
dicates that the contents of counter B are equal to the 
contents of counter A, a pulse appears on line 278. If, 
however, the contents of counter B are not equal to the 
contents of counter A, then a pulse appears on line 
280. Lines 278 and 280, in cable 210, are employed to 
trigger monostable multivibrators 576 and 568, respec 
tively. 
The IX-3 pulse, produced as a result of the triggering 

of monostable multivibrator 576, is conveyed by cable 
208 to OR circuit 522 to line 216. The pulse on line 
216 in cable 214, is used to reset the contents of 
counter BFIG. 10E) to 0. The pulse on line 216, at this 
time, is also employed to increment the SCC counter 
FIG. 10E). The IX-3 pulse is also passed through OR 
circuit 552 (FIG. 13B) to line 224, in cable 214, the 
pulse being used to increment the contents of counter 
A 
When monostable multivibrator 576 goes OFF, the 

pulse produced thereby triggers monostable mul 
tivibrator 578 to generate the IX-4 pulse. The IX-4 
pulse is conveyed by a cable 208 to be applied to gate 
580 (FIG. 13B). The application is made to ascertain 
whether the value of the contents of counter A are 
equal to the value of the contents in limit register 582. 
If they are equal, a pulse appears on line 282. However, 
if they are not equal, a pulse appears on line 284. The 
pulses on lines 282 and 284 are employed to trigger 
monostable multivibrators 584 and 526, respectively, 
(FIG. 16A). With this arrangement, the microprogram 
can branch to the pulse DY-1 if the contents of counter 
A are not equal to those of the limit register and to the 
pulse M-1 if the contents of counter A are equal to the 
contents of the limit register. 

It is to be noted, at this point, that the microprogram 
cannot branch to the MOVE microprogram until at 
least one complete spiral scan has been completed. 
Thus, when the system is started up, cells can succes 
sively be transferred from secondary to primary storage 
until all of the cells which are required for the first 
spiral scan are in primary storage. When this is accom 
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plished, the sheet can then be started to be moved past 
the window. Such movement is next described. 
To cause the sheet to move past the window, two 

switches 587 and 589 (FIG. 13B) are provided. To 
cause the sheet to move one raster unit to the left after 
each spiral scan, switch 587 is moved one position to 
the left. Correspondingly, to cause the sheet to move 
two raster units to the left after each spiral scan, switch 
587 is moved two positions to the left. Thus, it is clear 
that if more switch points are provided or if the points 
are given different values of raster units, the sheet can 
be made to move any number of raster units after each 
spiral scan. Switch 589 is operative to control move 
ment of the sheet in the vertical direction. If both 
switches 587 and 589 are moved from their OFF posi 
tion, then the sheet will be moved diagonally through 
the window. 
As seen in FIG. 13B, the M-1 pulse produced from 

the triggering of monostable multivibrator 584 is con 
veyed by cable 208 to be applied to the switch arms of 
switches 587 and 589. With this arrangement, the M-1 
pulse functions as an incrementing or decrementing 
pulse which, as will be explained hereinbelow, is ap 
plied to the MOVE X and MOVE Y registers (FIG. 
10A). 
The pulse produced in any one of the lines 246, 248, 

254 or 256 (FIG. 10A) is conveyed by cable 214 to be 
applied to the MOVE X register. In a similar manner, 
the pulses produced on lines 250, 252,258 or 260 are 
applied to the MOVE Y register. 
When monostable multivibrator 584 goes OFF, the 

pulse produced thereby is transmitted through OR cir 
cuit 418 to trigger monostable multivibrator 420 to 
produce the SO-1 pulse. With this arrangement, the 
program branches back to the sheet origin micropro 
gram. 
When the transfer unit (FIG. 12) starts its operation, 

it loads the contents of the transfer memory address re 
gister into the left portion of the memory data register 
of primary storage No. 1. This address is conveyed by 
cable 322 from the transfer unit, the address then ap 
pearing on cable 118. It is to be noted (FIG. 11) that 
the address in secondary storage is on cable 324 which 
goes to the transfer unit. The sheet coordinates con 
tained in registers X SHSR and Y SHSR are conveyed 
to the transfer unit by cables 104 and 106. The values 
of these coordinates are loaded into the memory data 
register of primary storage No. 2 via cable 134. 

At this juncture, a write access is then requested for 
both primary storages No. 1 and No. 2. For primary 
storage No. 1, the request write access signal appears 
on line 154 and for primary storage No. 2, the request 
write access signal appears on line 132. It is to be noted 
that registers X SHSR and Y SHSR furnish the address 
for primary storage No. 1, this address being conveyed 
by the cable 108. The memory address register 734 in 
the transfer unit furnishes the address for primary 
storage No. 2 over cable 130. When these two request 
write accesses are completed, memory address register 
734 is incremented. Following the first write access of 
primary storage No. 2, display instructions from the 
secondary storage are written in the order of their 
sequence, into primary storage No. 2. After each write 
access from primary storage No. 2, the memory address 
in the transfer unit is incremented. The last instruction 
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obtained from secondary storage is a special word 
which indicates the end of the cell routine display in 
structions. It is to be noted that the starting address for 
the cell being considered is left in the left hand portion 
of the memory data register (not shown) of primary 
storage No. 1 where it is available to the display unit in 
the case where a display operation is to follow the 
transfer operation. 
When monostable multivibrator 508 goes OFF, the 

signal produced thereby is transmitted through OR cir 
cuit 586 to trigger monostable multivibrator 588 to 
thereby produce the SW-2 pulse. The SW-2 pulse is 
conveyed by cable 208 and then by cable 193, the 
SW-2 pulse being applied to a gate 592 to test for the 
state of flip-flop 590 (FIG. 12C). Flip-flop 590 had 
been set to its 1 state by the SW-1 pulse. Flip-flop 590 
had been set to its 1 state by the SW-1 pulse. In this 
testing, if the transfer operation has not been 
completed, a pulse appears on line 160. However, if the 
transfer operation has been completed, a pulse appears 
on line 162. Lines 60 and 162 are in cable 158 and 
then in cable 210, the pulse on line 160 being employed 
to trigger monostable multivibrator 594 to produce the 
SW-3 pulse, the pulse on line 160 being used to trigger 
monostable multivibrator 596 to produce the SW-4 
pulse (FIG. 16B). The SW-3 pulse is employed for 
delay only and the signal produced upon its termination 
is passed through OR circuit 586 to again trigger 
monostable multivibrator 588. The SW-4 pulse is con 
veyed by cable 208 to be applied to gate 598 (FIG. 
130) to test for the state of flip-flop 506. If this test 
shows that flip-flop 506 is in its 1 state, a pulse appears 
on line 298. However, if the test indicates that flip-flop 
506 is in its 0 state, then a pulse appears on line 300. 
The pulse on line 298 is conveyed by cable 210 to 
trigger monostable multivibrator 502 to thereby 
produce the SW-5 pulse. The pulse on line 300 is con 
veyed by cable 210 to trigger monostable multivibrator 
420 to thereby produce the SO-1 pulse. 
The SW-5 pulse is conveyed by cable 208 and then 

by cable 202 to initiate the operation of the display ap 
paratus (FIG. 15) and also to set flip-flop 600 to its 1 
state. The address of the cell in primary storage No. 2 is 
available to the display unit on cable 124. This address 
is placed in a memory address register (not shown) 
which is in the display unit. The address is incremented 
and sent back to primary storage No. 2 over cable 138 
along with a request read access signal on line 140 to 
primary storage No. 2. The display instruction is 
returned to the display unit over cable 144 along with a 
signal on line 146 which indicates that the instruction 
word is valid. The display unit then proceeds to effect 
the display in accordance with its normal mode of 
operation. 

In FIG. 15, it is to be noted that the absolute X and Y 
screen coordinates to which the display instruction re 
lates are provided over cables 114 and 116. It is also to 
be noted that cable 114 contains the contents of re 
gister Y SCSR and cable 116 contains the contents of 
register X SCSR. As has been mentioned, the X deflec 
tion register 602 and the Y deflection register 604 cor 
respond to the conventional X and Y deflection re 
gisters in a display machine, such as the X and Y, 
deflection registers shown in FIG.2. These registers are 
adjusted in the normal manner. 
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The subtract units 606 and 608 are operative to ad 
just the values of the contents contained in registers 
602 and 604 respectively according to the values con 
tained on the cables 100 and 102 which come from the 
MOVE X and MOVE Y registers (FIG.10A). The dis 
play unit continues to accept instructions from primary 
storage No. 2 until the last instruction indicates that it 
is the final instruction of the display orders of the cell. 
At this time, flip-flop 600 (FIG. 15) is reset to its 0 state 
to indicate that the display of the cell is completed. 
When monostable multivibrator 502 goes OFF, the 

signal produced thereby is transmitted through OR cir 
cuit 610 to trigger monostable multivibrator 612 to 
thereby produce the SW-6 pulse. The SW-6 pulse is 
conveyed by cable 208 and then by cable 202 to be ap 
plied to gate 616 (FIG. 15) to test for the state of flip 
flop 600. If the display of the cell has not been 
completed, a pulse appears on line 176. However, if the 
display of the cell is completed, then a pulse appears on 
line 178. Lines 176 and 178 are contained in cable 174. 
Line 176 goes from cable 174 to cable 210, a pulse 
thereon being employed to trigger monostable mul 
tivibrator 614 (FIG. 16B). The triggered output of 
monostable multivibrator 614, i.e., the SW-7 pulse, is 
employed for delay only and returns the SW clock to 
pulse SW-6 through OR circuit 610. The pulse on line 
178 passes through OR circuit 444 and is presented to 
one of the AND circuits 446, 530, 544, 558, or 570, 
(FIG. 13E). As has been explained hereinabove, one of 
the latter AND circuits will be enabled according to the 
setting in the SCC counter (FIG. 10E). With this ar 
rangement, control is returned either to the sheet origin 
microprogram, the decrement Y microprogram, the 
decrement X microprogram, increment Y micropro 
gram, or the increment X microprogram. 

Reference is now made to FIG. 12 for a description 
of the structure and operation of the transfer unit. 

This operation is initiated by the SW-1 pulse, the 
latter pulse being employed to set flip-flop 590 to its 1 
state and to also turn ON monostable multivibrator 726 
to thereby produce the T-1 pulse. The T-1 pulse is 
conveyed by cable 728 and is employed to set flip-flop 
700 (FIG, 12A) to its 1 state. With flip-flop 700 in its 1 
state, a gate 732 is enabled whereby the contents of the 
memory address register (MAR) 734 are transferred to 
cable 130, the latter contents being employed to ad 
dress primary storage No. 2 (FIG. 14). The T-1 pulse is 
also applied to the gate 730 to gate the information on 
cables 104 and 106 to cable 134, the latter information 
being transferred to the data register of primary storage 
No. 2 (FIG. 14). In addition, the T-1 pulse is also ap 
plied to the gate 736 to effect the gating of the contents 
of memory address register (MAR) 734 to a cable 322, 
the latter contents being transferred to the left portion 
of the data register 111 for primary storage No. 1 (FIG. 
11). 
When monostable multivibrator 726 goes off i.e., 

when pulse T-1 terminates, the pulse produced thereby 
turns on a monostable multivibrator 738 to thereby 
produce the T-2 pulse. The T-2 pulse is conveyed by 
cable 728 and is employed to set flip-flop 704 to its 1 
state. A branch circuit is also provided by means of a 
line 154 in cable 118, the pulse on line 154 being used 
to request a write access of primary storage No. 1. The 
T-2 pulse passes through an OR circuit 740 (FIG, 12A) 
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to set a flip-flop 702 to its 1 state. A branch circuit is 
provided by line 132 in cable 128 which goes to prima 
ry storage No. 2 (FIG. 14). The pulse on line 132 is 
used to request a write access of primary storage No. 2. 
When monostable multivibrator 738 goes off, i.e., 

pulse T-2 terminates, the pulse produced thereby 
passes through an OR circuit 742 to turn on a monosta 
ble multivibrator 744 to thereby produce the T-3 
pulse. The T-3 pulse is conveyed by cable 728 and is 
applied to a gate 746 (FIG. 12B) to test for the states of 
flip-flops 702 and 704. If either of these flip-flops are in 
their 1 state, a pulse appears on a line 710. If both of 
flip-flops 702 and 704 are in their 0 states, then a pulse 
appears on a line 712. Lines 710 and 712 are part of 
cable 748. The pulse on line 710 is used to turn on 
monostable multivibrator 750 to thereby produce the 
T-4 pulse and the pulse on line 712 is utilized to turn 
on the monostable multivibrator 752 to produce the 
T-5 pulse. The T-4 pulse is employed for delay only 
and returns the microprogram to pulse T-3. 
The T-5 pulse is conveyed by cable 728 and is used 

to initiate operation of secondary storage (FIG. 12B). 
The T-5 pulse is also applied to a gate 754 (FIG. 12B) 
to gate the starting address which is present on cable 
324 to secondary storage. In addition, the T-5 pulse is 
passed through an OR circuit 756 to be thence em 
ployed to reset flip-flop 706 to its 0 state. When secon 
dary storage has assembled the word of data, it trans 
mits this data word to the data register 758 and also 
provides a pulse on a line 760 which is employed to in 
dicate that the latter data is valid. The validating is ac 
complished by having the pulse on line 760 set flip-flop 
706 to its 1 state to thereby indicate to the system that 
the data in register 758 can be accepted. Finally, the 
T-5 pulse is also employed to set a flip-flop 708 to its 1 
state. In this connection, it is to be noted that the data 
in register 758 is transferred to a decoder 762. Decoder 
762 recognizes the special word which indicates the 
end of the display instructions for any particular cell. 
When such special word is recognized, there is 
produced an output on a line 764 which is operative to 
reset flip-flop 708 to its 0 state. Thus, when flip-flop 
708 is in its 0 state, there is indicated to the system that 
the transfer operation is complete for a particular cell. 
When monostable multivibrator 752 turns off, i.e., 

when pulse T-5 terminates, the pulse produced thereby 
is transmitted through an OR circuit 768 to turn on a 
monostable multivibrator 766 to thereby produce the 
T-6 pulse. The T-6 pulse is conveyed by cable 728 to 
be applied to a gate 770 (FIG. 12B) to test for the state 
of flip-flop 706. If flip-flop 706 is in its 0 state, then a 
pulse appears on a line 718. However, if flip-flop 706 is 
in its 1 state, then a pulse appears on line 720. Lines 
718 and 720 are part of cable 748. The pulse on line 
718 is employed to turn on monostable multivibrator 
772 to thereby produce the T-7 pulse which is used for 
delay only and then returns the transfer microprogram 
to pulse T-6. The T-8 pulse is conveyed by cable 728 
and is passed through an OR circuit 776 to increment 
memory address register (MAR) (FIG. 12A). 
When monostable multivibrator 774 goes off, i.e., 

when pulse T-8 terminates, the pulse produced thereby 
turns on the monostable multivibrator 778 to produce 
the T-9 pulse. The T-9 pulse is conveyed by cable 728 
to be applied to a gate 780 (FIG. 12B) to effect the gat 
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ing of the contents of data register 758 to cable 134 
which goes to primary storage No. 2 and is used to load 
the data register for primary storage No. 2. 
When monostable multivibrator 778 goes off, i.e., 

pulse T-9 terminates, the pulse produced in response 5 
to this termination turns on the monostable multivibra 
tor 782 to thereby produce the T-10 pulse. The T-10 
pulse is conveyed by cable 728 and is passed through 
an OR circuit 740 to set flip-flop 702 to its 1 state. A 
branch circuit is also provided by means of line 132 10 
which goes to primary storage No. 2, the pulse on line 
132 being employed to request a write access from pri 
mary storage No. 2. 
When monostable multivibrator 782 goes off, i.e., 

pulse T-10 terminates, the pulse produced thereby is 
passed through an OR circuit 786 and is employed to 
turn on a monostable multivibrator 784 to thereby 
produce the T-11 pulse. The T-11 pulse is conveyed by 
cable 728 to be applied to a gate 784 to test for the 
state of flip-flop 702. If flip-flop 702 is in its 0 state, a 
pulse appears on a line 714. However, if flip-flop 702 is 
in its 1 state, then a pulse appears on a line 716. The 
pulse on line 714 is employed to turn on monostable 
multivibrator 788 to thereby produce the T-13 pulse 
and the pulse on line 716 is employed to turn on the 
monostable multivibrator 790 to produce the T-12 
pulse. The T-12 pulse is used for delay only and returns 
the transfer microprogram to pulse T-11. The T-13 
pulse is conveyed by cable 728 to be applied to a gate 
792 (FIG. 12B) to test for the state of flip-flop 708. If 
flip-flop 708 is in its 0 state, then a pulse appears on a 
line 722. However, if flip-flop 708 is in its 1 state, then 
a pulse appears on a line 724. Lines 722 and 724 are 
part of cable 748. The pulse on line 722 is used to reset 35 
flip-flop 590 to its 0 state. The pulse on line 724 is em 
ployed to turn on monostable multivibrator 794 to 
thereby produce the T-14 pulse. A branch circuit is 
provided for the pulse on line 722 to supply a stop 
signal to secondary storage and also to increment 
memory address register (MAR) 734 and to reset flip 
flop 700 to its 0 state. 
The T-14 pulse is conveyed by cable 728 and is 

passed through an OR circuit 756 to reset flip-flop 706 
to its 0 state. When monostable multivibrator 794 goes 
off, i.e., pulse T-14 terminates and the transfer 
microprogram branches back to pulse T-6. 
The following tabulation sets forth the relationship of 

the operations under the control of the sheet origin 

5 

20 

25 

30 

40 

45 

micro-program (SO clock). 50 

Function(s) 
performed 

Function(s) when 
Mono inbr. Turil. “On'' performed turning 
and pulse conditions when 'O' Off" 55 

420 (SO1): ... A start pulse The gating of the The turning 
applied to contents of the X 'or' of 
line 46. SHOR to the X monostable 

The terlin- SEESR register. nultiwibra 
tion of thic The gating of the tor 43 
M-1 pulse. contents of Y (M-1). 

The '0' state SHOR register to 60 
of the SW the Y SHSR 
flip-flop. register. 

The gating of the 
contents of the X 
SCOR register to 
the X SCSR 
register. 

The gating of the 
contents of the Y 65 
SCOR register to 
the Y SCSR 
register. 

The resetting of the 
SCC counter to 'O'. 

34 
ahl: - (untinucul 

Function(s) performed 
Function(s) when 

Mono inbr. Turl "On performed turning 
and pulse conditions wit ()'' 'O' 

44% (SO2). A pulse on The setting of count- The turning 
line 312, i.e. or Att) '1'. 'on' of 
either of the The setting of counter moulos table 
overflow its B '0'". multivibra 
in the X The incrementing of tor 526 
SESR or Y the SCC counter. (I)Y-1). 
SHSR regis 
ters are in 
their '''' 
state. 

The following tabulation sets forth the relationship of 
the operations under the control of the decrement Y 
micro-program (DY clock) 

Fiction(s) 
performed 

Function(s) wheta 
Moto lor. Trn ''On'' performed turning 
and pulse conditions when “()' Off!' 

526 (I) Y1).... The termination The decrementing of The turning 
of the SO-2 the contents of the "oil' of 
pulse. Y SlISR register. (). Ostably 

The contents of The decrementing of multivibrator 
counter A are the contents of the 434 (1) M-1. 
lot equal to the Y SCSR regis 
the contents of ter. 
counter B. The incrementing of 

The contents of counter B. 
counter A are 
not equal to 
the contents of 
the limit 
register. 

532 (DY2). The branching The testing for equal 
back from the ity between the 
decision contets of counters 
microprogram A and B. 
(Pulse on ille 
314). 

538 )Y3) . . . . The contents of The resetting to 'O' of The turning 
counter A are the colltrints of 'ot" of 
equal to the colliter'B. The monostabic 
contents of incrementing of the multivibra 
counter B SCC colliter. to 542 
(Pulse on lie (DX-1). 
266). 

The following tabulation sets forth the relationship of 
the operations under the control of the decrement X 
micro-program (DX clock). 

Function(s) 
performed 

Function(s) when 
Mono nor. Tur 'O' performed turning 
and pulse conditions when 'On'' “Off 

542 (IDX-1) -- The turning The decrementing of The turning 
“off' of the X SSR 'o' of 
nultiwibrator register. Thoinostall 
542. The decrementing of ultivibra 

The contents of tle X SCS FR tor 434 
counter B are register. (DM-1). 
not cqual to The incrementing of 
the contents counter B. 
of counter A. 

546 (IDX-2) -- The return 
from the deci 
sion micro 

The testing for 
equality between 
the contents of 

prograin counter A and 
(Pulse on line counter B. 
316) 

550 (DX-3). The contents of The resetting of The turning 
counter A. are countor B to 'O'. 'o' of 
ccual to the The incrementing on stayhi' 
contents of of the SCC coil inter, ultiwir:- 
counter E3. This incret neitig of 55 

(IY-1). 

The following tabulation sets forth the relationship of 
the operations under the control of the increment Y 
micro-program (IY clock). 



3,716,842 
35 

Function(s) performed 
Function(s) when 

Mono inbr. Tiri (Jn' performed turning 
and pulse conditions will '''' is of '' 

556 (Y-1) --- The turning The increnetirig of The turning 
''f'' of Y SHSR register. 'O' of 
Iultivibrator The increneiting of monostal 
550. te. Y SCSR in ultiwi 

Line 276 is register. rator 434 
active, i.e., The incremelting of (DM-l). 
the contents counter B. 
of counter A 
are not equal 
to the coil 
tents of 
Counter B, 

560 (IY-2) -- Line 318 is 
active. 

564 (IY-3) --- Line 274 is 
active, i.e., 
the contents 
(if counter A. 
arts (sual to 
tly cotts 
t) router I. 

The testing as to 
whether the co 
tents of counter A. 
are equal to the 
patents of counter 

The turning 
'on' of 
noliostalk: 
Illultiwi 

to 58 
(IX-1). 

The resetting of 
collinter F3 to Zero. 

Thc incretentillg 
of the SCC collater. 

The following tabulation sets forth the relationship of 
the operations under the control of the increment X 
micro-program (IX clock). 

Tur 'O' 
conditions 

Mononbr. 
and pulse 

568 (IX-1)..... The turning 
'off' of 
nonostable 
multivibrator 
564 (IY-3). 

Line 280 is 
active, i.e., 
the Contents 
of counter B 
are not equal 
to the contents 
of counter A. 

572 (IX-2)----- Line 320is 
active. 

576 (IX-3).----- Line 278 is 
active, i.e., 
the contefits 
of counter lis 
are equal to 
the contents 
of count crA. 

578 (IX-4)----- The turning 
'off' of moo 
stable multi 
virator X-3. 

Function(s) performed 
Function(s) when 
performed turning 
when 'O' Oft'' 

The incrementing of The turing 
the XSHSR regis- "Ol' of 
ter. lilonostable 

The incrementing of multivibra 
the X SCSR regis- tor 434 
ter. (DM-l). 

The incrementing of 
counter. B 

The testing as to 
whether the contents 
of counter B are 
equal to the con 
tents of counter A. 

The resetting of The turning 
counter B to zero. "on" of 

The incremelting of monostabic 
the SCC counter. imultivibra 

The incrementing of tor 57% 
counter A. (IX-4). 

The testing as to 
whether the contents 
of counter A are 
equal to the contents 
of the limit register. 

The move sheet origin program is controlled by 
monostable multivibrator 584 (M-1) which is turned 
"on" by the active state of line 222. The function of the 
M-1 pulse is to increment or decrement the MOVE X 
or MOVE Y registers. The pulse resulting from the ter 
mination of the M-1 pulse is used to turn on monosta 
ble multivibrator 420 (SO-1). 
The following tabulation sets forth the relationship of 

the operations under the control of the decision micro 
program (IM clock). 

Function(s) 
performed 

Function(s) when 
Molo n), Tril 'O' performed turning 
and pulse conditions whet. On'' Off" 

434 I)M(-1)... The turning 
'off' of 
monostable 
lultiwirator 
420 (SO-1). 

The turning 
' 'off' of 
monostable 
nultivibrator 
526 (DY-1). 

The testing as to 
wether the over 
flow bit in the X 
SFSR or Y SHSR 
register is at '1'. 

36 
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Function(s) performed 
Function(s) when 

Mono inbr. Turn 'O' performed turning 
5 and pulse conditions when “On'' Of" 

The turning 
'off' of 
lonostable 

multivibrator 
542 (IOX-1). 

Th: turning 
'off' of 

O nonostalle 
ultivibrator 

556 (Y-1). 
The turning 

'off' of 
monostable 
multivibrator 
568 (IX-1). 

5 450 (1)M-2). The overflow The read accessing of The turning 
bit it either Irinary storage #1. '0' of 
the X SSR DM-3, 
or Y SESR 
'tist'T is it 
it '1', i.e., 
is 28th is 

20 : 'tiy '. 

fiti (, ) N 3) ''1' (iii. ''' ti's, it is 
f is w it is tril 

N1 . ('''ssil of bility 
I'll ( t (iii. st (Iris is 
tio of us ouplit ("c. 

M1-4. 

25 460 (1)M-4) -- The read acces- IDelay. The turning 
sing of pri- 'oin' of 
Tinary stogart IDM-3 
#1 is lot coin 
leted, i.e., 
ine 150 is 
active. 

3O 462 (1)M-5). The read acces- The tesliig as to 
sing of pri- whether the bank 
Tiary Storage it is at ''1'. 
fi is coin 
leted, i.e., 
i.e. 152 is 
active. 

35 466 (1)M-6)--- The blank bit is The read accessing of The turning 
not at '''', primary storage #2. 'on' of 
i.e., line 288 is DM-7. 
active. 

470 (DM-7). The termilla- The testing as to 
tion of pulse whether the read 
I)M-6, The accessing of primary 
termination storage #2 is co 

40 of pulse pleted. 
DM-8. 

476 (DM-8). The read acces- elay oily. The turning 
sing of pri- '0' of 
mary storage DM-7. 
#2 is not 
completed, 
i.e., line 70 is 
active. 

45 474 (1)M-9). The read acces- The ascertaining as to 
sing of ori- whether a cell is in 
liary Storage primary storagr. 
#2 is com 
pleted. 

490 ()M-10). The cell is in The ascertaining as to 
primary stor- whether the celli 
age, i.e., line primary storage is 

50 290 is active. to be displayed. 
4''): (1)M-lii). Tlic cell is not. The ascertaining as to 

in primary whether the cell, 
storage, i.e., which is not in 
line 292 is primary storage is 
active. to be displayed. 

55 The following tabulation sets forth the relationship of 
the operations under the control of the swap micropro 
gram (SW clock). 

Fuctio(s) performed 
60 Fuction(s) will 

Mollo Jr. Tur 'O' performed turning 
and pulse conditions when 'O' ?t'' 

508 (SW-1) --- The cell, not in The initiation of the The turing 
primary program for trans- '0' of 
storage, is to ferring fron seco- nortostalk: 
he displayed. dary to primary in ultiwi 

65 storage. trator 58s 
(SW-2). 

588 (SW-2).... The termina 
tion of pulse 
SW-. 

The termina 
tion of pulse 
SW-3. 

The testill as to 
whether the trans 
?er from secondary 
to primary storage 
is completed. 
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Turn 'On'' 
conditions 

Mononbr. 
and pulse 

594 (SW-3).... The transfer 
from second 
ary to pri 
Inary storage 
is not comi 
pleted, i.e., 
line l60 is 
active. 

596 (SW-4). The transfer 
from second 
ary to pri 
mary storage 
is completed. 

502 (SW-5). The SW flip 
flop is at '1', 
i.e., line 298 
is active. 

The ce) is to be 
displayed i.e., 
line 294 is 
active. 

612 (SW-6). The termina 
tion of pulse 
SW-5. 

The termina 
tion of pulse 
SW-7. 

614 (SW-7). The display is 
not completed. 

The following tabulation sets forth the relationship of 
the operations under the control of the transfer micro 
programs (T clock). 

Turn “On 
conditions 

Mono inbr. 
and pulse 

Function(s) performed 
when “On'' 

Delay. 

The testing for the 
state of the SW flip 
flop. 

The initiation of the 
display. 

The testing as to 
whether the display 
is completed. 

Delay. 

Function(s) performed 
when On'' 

Function(s) performed 
when 
turning 
(Off" 

The turning 
''On'' of 
monostable 
multiwi 
brator 583 
(SW-2). 

The turning 
'0' of 
monostable 
multiwi 
brator 612 
(SW-6). 

The turning 
'on' of 
monostable 
Inuitivibra 
tor 62 (SW 
6). 

Function(s) performed 
when 
turning 
Off" 

726 (T-1)..... The SW-1 pulse. The setting of flip-flop. The turning 

739 (T-2)..... The termina 
9. of pulse 
-. 

744 (T-3). . . . 
of pulse T-2. 

The termilla 
tion of pulse 
T-4 

750 (T-4)..... The write accessings of 
primary 
storages ill 
and 2 are not 
completed, 
i.e., line 710 is 
active. 

752 (T-5)---- The write 
accessings of 
primary 
storages #1 
and #2 are 
completed. 
i.e., line 712 is 
active. 

700 to the '1' state. 
The gating of the co 
tents of the X 
SHSR and Y 
SHSR registers to 
the data register of 
primary storage #2. 

The gating of the con 
tents of the memory 
address register 
(MAR) to the data 
register of primary 
storage #1. 

The write accessings 
of primary storage 
#1 and #2. (The 
setting of flip-flops 
702 and 704 to their 
'1' states). 

- The termination The testing for the 
states of flip-flops 
702 and 704 to 
ascertain whether 
the write accessings 
of primary storages 
#1 and #2 are 
completed. 

ldelay. 

The resetting of flip 
flop 706 to its '0' 
state. 

Thc setting of flip 
flop. 708 to its '1''' 
State. 

The initiatiol of the 
operation of 
secondary storage. 

The gating of the 
starting address to 
secondary storage. 

''g'' of 
Inohostable 
multivibra 
tor 738 (T-2). 

The turning 
“on' of 
monostable 
nultivihra 
tor 744 (T-3). 

The turning 
'on' of 
monostable 
nulti 
vibrator 
44 (T-6). 

The turning 
'on' of 

Ohostale 
multi 
vibrator 
766 (T-6). 
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Function(s) performed 
Function(s) when 

Mononbr. Turn 'On'' performed turning 
5 and pulse conditions when 'On'' soft' 

766 (T-6) The termina- The testing for the 
tion of pulse state of flip-flop. 706 
T-5. to determine 

The termia- whether the data is 
tion of pulse valid. 
T-7. 

The termina 
10. tion of pulse 

T-14. 

772 (T-7). The data is not Delay. The turning 
valid. 'on' of 

monostable 
nultiwi 
brator 

15 766 (T-6). 

774 (T-8).---- The data is The incrementing of The turning 
valid. the memory address on' of 

register (MAR). monostable 
multiwi 
brator 
778 (T-1). 

20 778 (T-9)----- The termina- The gating of data to The turning 
tion of pulse primary storage #2. on' of 
T-8. monostable 

multiv 
brator 
782 (T-10). 

25 782 (T-10)---- The ternina- The write accessing The turning 
tion of pulse of primary Storage 'on' of 
T-9. #2 monostable 

multiwi 
brator 
78.4 (T-11). 

784 (T-11) --- The termina- The testing for the 
tion of pulse state of flip-flop 702 

30 T-0. to ascertain 
The termina- whetor the write 
tion of pulse accessing of 
T-12. primary storage 

#2 is completic (l. 

790 (T-12) ---- The write lelay. The turning 
accessing of 'O' of 

35 primary nonostable 
storage #2 is nultiwi 
not coin- rator 
pleted, i.e., 84 (T-11), 
line 716 is 
active. 

788 (T-3). The write The lesting for the 
40 accessing of state of flip-flop 

primary 08. 
storage #2 is 
completed. 

794 (T-14) ---. Flip-flop 708 is The resetting offin- The turning 
at '1', i.e., flop 706 to its '0' “ol' of 
line 724 is state. monostable 

45 active. Inultivibra 
tor 760 (T- 
6). 

There follows hereinbelow a tabulation of the cables 
and their respective lines appearing in the embodiment 

50 described herein. 

Designations 
Cable numbers and of lines in 
Conlections table ldestription 

Calle 100 (From Registers Line 100 Contints of MOVE X 
55 to Display). Register. 

Cable 102 (From Registers Line 102 (tats of MOVE Y 
to Display). Register. 

Cable 104 (From Registers Lili' 104 Contells of X SSR 
! to Transfer). Repgister. 
| Cable 106 (From Registers Line 106 ots if Y SES R 

to Transfer). Register. 
Cable 108 (From Registers Liai' 04 Colltelts of X SSR 

60 to Primary Storage ii). Register. 
Lille 106 it its (if Y S SR 

Register. 
Cable 114 (Fron Registers Linr 114 (otits of Y SCSE 
to Display). Rist'', 

Cable 16 (Fron Regislers Lint' 116 Citills of X SCSR 
to Display). Register. 

Cable 18 (From Transfer Line 322 Address of Cell in 
to Primary Storage #1). Irinary Storage 2. 

65 ". Linc 154 Riturst Write Access. 
Cable 120 (From Primary Line 324 Adairess in Secondary 
Storage #1 to Transfer). Storagi". Line 56 Write. Access Complete. 

Cable 122 (From Primary Line 122 Address of Cell in 
Storage ill to Primary 
Storage 2). 

Primary Storge #2. 



Cable numbers and 
connections 

Cable 124 (Froin Primary 
Storage 1 to Display). 

Cable 126 (From Primary 
Storage #2 to Transfer). 

Cable 128 (From Transfer 
Primary Storage 

Cable 136 (From Display 
to Primary Storage #22). 

Cable 142 (Fron Primary 
Storage #2 to Display). 

Cable 148 (From Primary 
Storage #1 to Logic). 

Cable 158 (From Transfer 
to Logic). 

Pat. No. 4,114,405 
Cable 164 (Fron Primary 
Storage 2 to Logic). 

Cable 174 (From Display.-- 
to Logic). 

Cable 180 (From Logic 
to Primary Storage #1). 

Cable 190 (From Logic 
to Transfer). 

Cable 196 (From Logic 
to Primary Storage 22). 

Cable 202 (From Logic 
to g 

Cable 208 (From Pulse 
Generator to Logic). 

Cable 210 (From Logic to 
Pulse Generator) 

Cable 212 (From Registers 
to Logic). 

39 
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Designations 
of lines in 
cable 

Line 124 

Line 126 

Line 130 

Line 132 
Line 134 

Line 138 

Line 140 
Line 144 

Llne 146 
Line 150 

Line 152 
Line 226 
Line 228 
Line 160 
Line 162 

Line 166 

Line 168 

Line 170 

line 172 
Line 16 
Line 178 
Line DM-2 
Llne DM-3 
Line SW-1 
Line SW-2 
Line DM-6 
Line DM-7 
Line SW-5 
Line SW-6 
Line SO-1 
Line SO-2 
Line DY-l 
Line DY-2 
Line DY-3 
Line DX 
Line DX-2 
Line DX-3 
Line IY-1 
Line IY-3 
Line IX-1 
Line IX-2 
Line IX-3 
Line IX-4 
Line M-1 
Line DM-1 
Line DM-2 
Line DM-3 
Line DM-5 
Line DM-6 
Line DM-7 
Line DM-9 
Line DM-10 
Line DM-11 
Line SW-1 
Line SW-2 
Line SW-4 
Line SW-5 
Line SW-8 
Line 266 
Line 268 
Line 270 
Line 272 
Line 274 
Line 276 
Line 28 
Line 280 
Line 282 
Line 284 
Line 286 
Line 150 
Line 152 
Line 288 
Line 170 
Line 172 
Line 160 
Line 162 
Line 290 
Line 292 
Line 294 
Line 296 
Line 300 
Line 176 
Line 312 
Line 314 
Line 316 
Line 318 
Line 320 
Line 220 
Line 222 
Lile 230 

Line 232 

3,716,842 

Description 
Address of Cell in 
Primary Storage #2. 

Write Access Complete. 
Address for Primary 
Storage 2. 

Request Write Access. 
Load Memory Data 
Register (MDR) of 
Primary Storage #2. 

Address for Primary 
Storage 2. 

Request Read Access. 
Contents of Memory 
Data Register (MDR). 

Read Access Complete. 
Read Access Not 
Complete. 

Read Access Complete. 
Blank Bits '0' 
Blank Bit='1''' 
Transfer Not Complete. 
Transfer Complete. 

480 
YAddress Portion of 
MDR 

X. Address Portion of 
MDR. 

Read Access Not Com 
plete. 

Read Access Complete. 
Display Not Complete. 
Display Complete. 
Request Read Access. 
Is Read Access Complete? 
Start Transfer. 
Is Transfer Complete? 
Request Read Access. 
Is Read Access Complete? 
Start Display. 
Is Display Complete? 

Turn ''On 'DY-3. 
Turn “On' DY-1, 
Turn “On DX-3. 
Trn 'On' DX-1. 
Turn “On' IY-3. 
Turn “On' IY-1. 
Turn 'On' IX-1. 
Turn 'On' IX-1. 
Turn “On'' M-1. 
Turn 'On' DY-1. 
Turn “On' DM-2. 
Turn On' DM-4. 
Turn ''On DM-5. 
Trn 'On' DM-6. 
Turn 'O' DM-8. 
Turn ''On' DM-9, 
TurnOn' SW-3. 
Trn On' SW-4. 
TurnOn' DM-10. 
Turn 'On' DM-11. 
Turn “On'' SW-5. 
Turn “On SW-. 
Turn ''On' SO-l. 
Turn on SW-7. 
Turn ''On' SO-2. 
Turn “On' DY-2. 
Turn 'On' DX-2. 
TurnOn' Y-2. 
TurnOn'' X-2. 
Contents of Counter B. 
Contents of Counter A. 
'0' Side of Overflow Bit 
in Register X SISR, 

'''Side of Overflow Bit 
in Register X SHSR. 

O 

5 

25 

30 

35 

40 

45 

50 

55 

60 

65 

Table - Continued 

Designations 
Cable numbers and of lines in 
connections cable Description 

Line 234 "O' Side of Overflow Bit 
in Register Y SHSR. 

Line 236 'i' Side of Overflow Bit 
is Register Y SHSR. 

Line 104 Contents of Register X 
SHSR. 

Line 106 Contents of Register Y 
SHSR. 

Line 116 Contents of Register X 
SCSR. 

Line 114 Contents of Register 
Y SCSR 

Line 238 Contents of Register 
X SUL. 

Line 240 Contents of Register 
Y SUL. 

Line 242 Contents of Register 
XSLL. 

Line 244 Contents of Register 
X SLL. 

Line 262 '0' Side of Overflow 
Bit in X SCSR register. 

Line 264 "O' Side of Overflow 
Bit in Y SCSR register. 

Line 302 'O' Output of SCC 
Decoder. 

Line 304 '1' Output of SCC 
Decoder. 

Line 306 “2' Output of SCC 
Decoder. 

Line 308 ''3' Output of SCC 
Decoder. 
'4' Output of SCC 
Decoder. 

Cable 214 (From Logic Line SO-1 Gate Contents of X 
to Registers). SHOR and Y SHOR 

Registers to X SHSR 
and Y SHSR registers 
respectively. 

Gate Contents of X 
SCOR and Y SCOR 
Registers to X SCSR 
and Y SCRS Registers 
respectively. 

Line SO-2 Set Counter A to '1'. 
Line 216 Reset Counter B to '0'. 
DY-1 Decrement X SHSR 

Register. 
Decrement Y SCSR 
Register. 

Line 218 Increment Counter B. 
Line DX- Decrement X SHSR 

Register. 
Decrement X SCSR 

Register. 
Line 224 Increment Counter A. 
Line Y- Increment Y SHSR 

Register. 
Increment Y SCSR 

Register. 
Line IX-1 Increment X SHSR 

Register. 
Increment X SCSR 

Register. 
Line 246 Increinent XDR, 1. 
Line 248 Increment XR, 2. 
Line 250 Increment Y)R, 
Line 252 Increment Y. R., 2. 
Line 254 Decrement XDR, i. 
Line 256 Decrement XDR2 
Line 258 Decrement YOR, 1. 
Line 260 Decrement YDR, 2. 

While the invention has been particularly shown and 
described with reference to the preferred embodiments 
thereof, it will be understood by those skilled in the art 
that various changes in form and detail may be made 
therein without departing from the spirit and scope of 
the invention. 
What is claimed is: 
1. In a program-controlled display apparatus which 

comprises a display unit having a display screen, and 
control means for controlling said display unit, said 
control means including storage means, a system for ef 
fecting the displaying of a sheet of graphic information 
on said screen in a continuous pass of said sheet 
therethrough comprising: 
means for storing said sheet in said storage means in 

the form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y sheet coordinates of a chosen corner 
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of the cell, and display orders for the graphic infor 
mation contained within the cell; 

means operative in response to said cells' names for 
causing said sheet to be moved in a continuous 
pass through said screen; and 

means responsive to said display orders for effecting 
the displaying of the graphic information from said 
sheet on said screen as said sheet is moved through 
said screen. 

2. In a program-controlled display apparatus which 
comprises a display unit having a display screen, and 
control means for controlling said display unit, said 
control means including storage means, a system for ef 
fecting the displaying of a sheet of graphic information 
on a window of said screen in a continuous pass of said 
sheet through said window comprising: 
means for storing said sheet in said storage means in 

the form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y sheet coordinates of a chosen corner 
of the cell, and display orders for the graphic infor 
mation contained within the cell; 

means operative in response to said cells' names for 
causing said sheet to be moved in a continuous 
pass through said window; and 

means responsive to said display orders for effecting 
the displaying of the graphic information from said 
sheet on said window as said sheet is passed 
through said window. 

3. In a program-controlled display apparatus which 
comprises a display unit having a display screen, and 
control means for controlling said display unit, said 
control means including both primary and secondary 
storage means, a system for effecting the displaying of a 
sheet of graphic information on a window of said 
screen in a continuous pass of said sheet through said 
window comprising: 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y coordinates on the sheet of a chosen 
corner of the cell, and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage, a portion 
of said grid of rectangular cells, said portion hav 
ing a selected bandwidth which is at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

means responsive to said cell names for causing said 
cells to be continually sequentially transferred to 
said primary storage; 

means responsive to said cell names responsive 
means for causing the cells being transferred to 
said primary storage to be moved in a continuing 
pass through said window on said screen; and 

means responsive to said display orders for effecting 
the displaying of the graphic information con 
tained in said cells as said cells are moved through 
said window on said screen. 

4. In a program-controlled display apparatus which 
comprises a cathode ray tube display unit having a dis 
play screen and an electron beam therein and control 
means for controlling said display unit, said control 
means including both primary and secondary storage 
means, a system for effecting the displaying of a sheet 
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of graphic information on a window of said screen in a 
continuous pass of said sheet through said window 
comprising: 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y coordinates on the sheet of a chosen 
corner of the cell, and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage means, a 
portion of said grid of rectangular cells, said por 
tion having a selected bandwidth at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

means for specifying relocation values in terms of X, 
Y coordinates for locating said window on said 
sheet; 

means for specifying relocation values in terms of X, 
Y coordinates for locating said window on said 
screen; 

means for specifying the X, Y deflection coordinates 
of said electron beam for displaying a given cell 
within said window; 

means responsive to said names for causing said cells 
to be continually sequentially transferred from 
said secondary to said primary storage; 

means responsive to said cell names responsive 
means for causing the cells being transferred to 
primary storage to be moved in a continuing pass 
through said window on said screen; and 

means responsive to said display orders for effecting 
the displaying of the graphic information con 
tained in said cells as said cells are moved through 
said window on said screen. 

5. In a program-controlled display apparatus which 
comprises a cathode ray tube display unit having a dis 
play screen and an electron beam therein and control 
means for controlling said display unit, said control 
means including both primary and secondary storage 
means, a system for effecting the displaying of a sheet 
of graphic information on a window of said screen in a 
continuous pass of said sheet through said window 
comprising: 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y coordinates on the sheet of a chosen 
corner of the cell and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage means, a 
portion of said grid of rectangular cells, said por 
tion having a selected bandwidth at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

means for providing a display order which specifies 
the X, Y coordinates of a cell on said sheet, the ad 
dress in said storage means of said last-named cell 
and its momentary state wherein said last-named 
state can be the presence of said cell in said prima 
ry storage means and in said window, the presence 
of said cell in said primary storage means but not 
in said window, or the presence of said cell only in 
said secondary storage means; 

means for specifying relocation values in terms of X, 
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Y coordinates for locating said window on said 
sheet; 

means for specifying relocation values in terms of X, 
Y coordinates for locating said window on said 
screen; 

means for specifying the X, Y deflection coordinates 
of said electron beam for displaying a given cell 
within said window; 

means responsive to said cell names for causing said 
cells to be continually sequentially transferred 
from said secondary to said primary storage 
means, 

means responsive to said cell names responsive 
means for causing the cells being transferred to 
said primary storage means to be moved in a con 
tinuing pass through said window on said screen; 
and 

means responsive to said display orders for effecting 
the displaying of the graphic information con 
tained in said cells as said cells are moved through 
said window on said screen. 

6. In a program-controlled display apparatus which 
comprises a cathode ray tube display unit having a dis 
play screen and an electron beam therein, and control 
means for controlling said display unit, said control 
means including both primary and secondary storage 
means, a system for effecting the display of a sheet of 
graphic information on a window of said screen in a 
continuous pass of said sheet through said window 
comprising: 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X, Y coordinates on the sheet of a chosen 
corner of the cell and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage means a 
portion of said grid of rectangular cells, said por 
tion having a selected bandwidth at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

means for providing a display order which specifies 
the X, Y coordinates of a cell on said sheet, the ad 
dress in said storage means of said last-named cell 
and its momentary state wherein said last-named 
state can be a first state, i.e., the presence of said 
cell in said cell in said primary storage means and 
in said window, a second state, i.e., the presence of 
said cell in said primary storage means but not in 
said window, or a third state, i.e., the presence of 
said cell only in said secondary storage means, 

means for specifying relocation values in terms of X, 
Y coordinates for locating said window on said 
sheet; 

means for specifying relocation values in terms of X, 
Y coordinates for locating said window on said 
screen; 

means for specifying relocation values in terms of X, 
Y coordinates for displaying a given cell within 
said window; 

means operative in response to said first state in said 
display order for causing the display orders in said 
cell to be carried out and operative in response to 
said second and third states for the preventing of 
the carrying out of said display orders; 

means responsive to said cell names for causing said 
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cells to be continually sequentially transferred 
from said secondary to said primary storage 
means; and 

means responsive to said cell names responsive 
means for causing the cells being transferred to 
said primary storage means to be moved in a con 
tinuing pass through said window on said screen. 
7. In a program-controlled display apparatus which 

comprises a cathode ray tube display unit having a dis 
play screen and electron beam therein, and control 
means for controlling said display unit, said control 
means including both primary and secondary storage 
means and means for effecting the movement of said 
beam in accordance with the X, Y coordinates of said 
beam on said screen, a system for effecting the display 
of the sheet of graphic information on a window on said 
screen in a continuous pass of said sheet through said 
window comprising; 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by X, Y coordinates on the sheet of a chosen 
corner of the cell and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage means a 
portion of said grid of rectangular cells, said por 
tion having a selected bandwidth at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

first means for determining whether a particular cell 
is to be displayed at a given juncture; 

second means for determining whether said last 
named cell is in said primary storage means; 

transfer means responsive to the determination by 
said second means that said cell is not in said pri 
mary storage means for transferring said cell from 
said secondary storage means to said primary 
storage means, 

means responsive to the operation of said first 
means, said second means and said transfer means 
for selecting a given cell as an origin cell, said 
origin cell being one to be displayed and present in 
said primary storage means; 

means operative upon the selecting of said cell for 
producing a spiral scan of the cells on said sheet 
surrounding said selected origin cell, said spiral 
scan being continued until sufficient cells have 
been traversed by said scan to at least fill said win 
dow, said scan producing means being responsive 
to said first, second and transfer means whereby as 
each cell is encountered during said spiral scan, a 
determination is made by said first means as to 
whether the cell is to be displayed, a determination 
is made by said second means as to whether the 
cell is present in said primary storage means, and a 
transfer is made from said secondary to said prima 
ry storage means of said cell if it is not primary 
storage; 

means responsive to the filling of said window by said 
spiral scan for moving the portion of said sheet in 
said window in a chosen direction for a distance 
equal to a cell dimension whereby the cell adjacent 
said selected origin cell in said direction in turn 
becomes the next origin cell; and 

means responsive to said selection of said next origin 
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cell for testing said next origin cell with said first, 
second and transfer means and for thereafter 
producing said spiral scan by said spiral scanning 
means, the successive selection of sequentially oc 
curring adjacent cells in the direction of move 
ment of said sheet as origin cells and the respective 
sequentially occurring spiral scans around said 
cells resulting in a continuous movement of said 
sheet in said given direction through said window. 

8. In a program controlled display apparatus which 
comprises a cathode ray tube display unit having a dis 
play screen and electron beam means therein, and con 
trol means for controlling said display unit, said control 
means including both primary and secondary storage 
means and means for effecting the movement of said 
beam in accordance with the X,Y coordinates of said 
beam on said screen, a system for effecting the display 
of a sheet of graphic information on a window of a 
chosen size upon said screen in a continuous pass of 
said sheet through said window comprising; 
means for storing all of the graphic information on 

said sheet in said secondary storage means in the 
form of a grid of rectangular cells, each of said 
stored cells including a name therefor constituted 
by the X,Y coordinates on the sheet of a chosen 
corner of the cell and display orders for the 
graphic information contained within the cell; 

means for storing in said primary storage means a 
portion of said grid of rectangular cells, said por 
tion having a selected bandwidth at least sufficient 
to accommodate the amount of cells required to 
fill said window; 

first means for determining whether a particular cell 
is to be displayed at a given juncture; 

second means for determining whether the last 
named cell is in said primary storage means; 

transfer means responsive to the determination by 
said second means that said cell is not in said pri 
mary storage means for transferring said cell from 
said secondary storage means to said primary 
storage means; 

means responsive to the operation of said first 
means, said second means and said transfer means 
for selecting a given cell as an origin cell, said 
origin cell being one to be displayed and present in 
said primary storage means; 

means operative upon the selecting of said cell for 
producing a spiral scan of the cells on said sheet 
surrounding said selected origin cell, said spiral 
scan being continued until sufficient cells have 
been traversed by said scan to at least fill said win 
dow, said scan producing means being responsive 
to said first, second and transfer means whereby as 
each cell is encountered during said spiral scan, a 
determination is made by said first means as to 
whether the cell is to be displayed, a determination 
is made by said second means as to whether the 
cell is present in said primary storage means, and a 
transfer is made from said secondary to said prima 
ry storage means of said cell if it is not in primary 
storage; 

means responsive to the filling of said window by said 
spiral scan for moving the portion of said sheet in 
said window in a chosen direction for a distance 
equal to a cell dimension whereby the cell adjacent 
said selective origin cell in said direction in turn 

46 
becomes the next origin cell, said last named 
means including means for specifying the name of 
a cell, i.e., its X,Y coordinates and means for sub 
tracting the X,Y coordinates of said cell name 

5 from the X,Y coordinates of said electron beam to 
thereby cause said movement of said sheet in said 
window; and 

means responsive to said selection of said next origin 
cell for testing said next origin cell with said first, 

O second and transfer means for thereafter produc 
ing said spiral scan by said spiral scanning means, 
the successive selection of sequentially occurring 
adjacent cells in the direction of movement of said 

5 sheet as origin cells and the respective sequentially 
occurring spiral scans around said cells resulting in 
a continuous movement of said sheet in said given 
direction through said window. 

9. In a program-controlled display apparatus as 
defined in claim 8 wherein there are further included: 
means for specifying the size of said window, said 

last-named means including a first register for con 
taining the value of the upper limit of said window 
in the X direction, a second register for containing 

25 the value of the lower limit of said window in the X 
direction, a third register for containing the value 
of the upper limit of said window in the Y 
direction, and a fourth register for containing the 
value of the lower limit of said window in the Y 

30 direction; 
means for specifying the X,Y coordinates of the 

selected origin cell on said window, said last 
named means including a fifth register for contain 
ing the value of a selected origin cell's X coor 

35 dinate on said window and a sixth register for con 
taining the value of the selected origin cell's Y 
coordinate on said window; 

means for specifying the values of the X,Y coor 
dinates of the selected origin cell on the sheet, said 

4) last-named means including a seventh register con 
taining the value of the selected origin cell's X 
coordinate on said sheet and an eighth register for 
containing the selected cell's Y coordinate value 
on said sheet; 

45 an X sheet spiral register for containing the X coor 
dinate of the sheet origin cell; and 

a Y sheet spiral register for containing the Y coor 
dinate of the sheet origin cell. 

10. In a program-controlled display apparatus as 
defined in claim 9 wherein said spiral scan producing 
means includes ninth and tenth incrementable and 
decrementable registers for containing the X and Y 
screen coordinates respectively of the origin cell on 
said window. 

11. In a program-controlled display apparatus as 
defined in claim 10 wherein said primary storage means 
comprises: 

first and second memory means, the first memory 
means containing a word for each cell on said 
sheet, said last-named word including the address 
of the cell in said second memory provided that it 
is present in said second memory, the address of 
the cell in said secondary storage means and a bit 

65 which indicates whether a cell is or is not blank, 
said first memory being addressable by said X and 
Y sheet spiral registers, said second memory stor 
ing the contents of said cell, said second memory 
being addressable by said X and Y sheet spiral re 

55 

60 
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gisters, said second memory storing the contents of 
said cell, said second memory being addressable 
by said first memory, said transfer means, and said 
display unit. 

12. In a method for effecting the displaying of a sheet 
of graphic information on the display screen of a dis 
play unit in a programmed-control display apparatus in 
a continuous pass of said sheet through said window 
wherein said apparatus includes control means for con 
trolling said display unit, and said control means in 
cludes storage means, the steps comprising: 

storing the graphic information on said sheet in said 
storage means in the form of a grid of rectangular 
cells wherein each of said stored cells includes a 
name therefor constituted by the X,Y sheet coor 
dinates of a chosen corner of a cell and display or 
ders for the graphic information contained within 
the cell; 

initially, in response to said cell names, filling said 
screen with the first cells of said sheet to be passed 
through said screen; 

thereafter moving said cells through said screen in a 
given direction while simultaneously bringing cells 
from said storage means immediately adjacent 
those being moved to continuously replace those 
cells already passed through said screen; and 

displaying the graphic information in said cells in 
response to said display orders as said cells are 
passed through said screen whereby said sheet of 
information is displayed on said screen in a con 
tinuous pass of said sheet through said screen. 

13. In a method for effecting displaying of a sheet of 
graphic information on the window of the display 
screen of a display unit in a program-controlled display 
apparatus in a continuous pass of said sheet through 
said window wherein said apparatus includes control 
means for controlling said display unit and said control 
means includes primary and secondary storage means, 
the steps comprising: 

storing all of the graphic information on said sheet in 
said secondary storage means in the form of a grid 
of rectangular cells, each of said cells including a 
name therefor constituted by the X,Y coordinates 
on the sheet of a chosen corner of the cell, and dis 
play orders for the graphic information contained 
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within the cell; 

storing in said primary storage means, a portion of 
said grid of rectangular cells, wherein said portion 
which is stored has a selected bandwidth which is 
at least sufficient to accommodate the amount of 
cells required to fill said window; 

initially, in response to said cell names, filling said 
screen with the first cells of said sheet from said 
primary storage means to be passed through said 
window; 

thereafter moving said cells through said window in a 
given direction while simultaneously bringing cells 
immediately adjacent those being moved from said 
secondary storage means to said primary storage 
means to continually replace those cells already 
passed through said screen to thereby maintain 
said primary storage means filled with cells; and 

displaying the graphic information in said cells in 
response to said display orders as said cells are 
passed through said window whereby said sheet of 
information is displayed on said window in a con 
tinuous pass of said sheet through said window. 

14. In a method as defined in claim 13 wherein there 
are included the further steps of; 

specifying the relocation values in terms of X,Y 
coqrdinates for locating said window on said sheet; specifying the relocatioi values interms of XY 
coordinates for locating said window on said 
screen; and 

specifying the X,Y deflection coordinates of the 
electron beam in said window for displaying a 
given cell within the window. 

15. In a method as defined in claim 14 wherein there 
is further included the step of: 

providing a display order which specifies the X,Y 
coordinates of a cell on said window, the address 
in said storage means of said last-named cell and 
its momentary state wherein said last-named state 
can be a first state, i.e. the presence of said cell in 
said primary storage means and in said window, a 
second state, i.e., the presence of said cell in said 
primary storage means but not in said window, or a 
third state, i.e., the presence of said cell only in 
said secondary storage means. 
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